  ANUNȚ DE PARTICIPARE

privind achiziționarea:                           Tehnică de calcul și rețea 
                                                                                                          (se indică obiectul achiziției)

prin procedura de achiziție:                         Licitație publică
                                                                                                                        (tipul procedurii de achiziție)
1. Denumirea autorității contractante:       Aparatul Președintelui Republicii Moldova 
2. IDNO:             1006601003810
3. Adresa:   bd. Ștefan cel Mare 154, mun. Chișinău, Republica Moldova 
4. Numărul de telefon/fax:     022-265-247, 022-265-244
5. Adresa de e-mail și de internet a autorității contractante:         a.mihailuta@prm.md
6. Adresa de e-mail sau de internet de la care se va putea obține accesul la documentația de atribuire: documentația de atribuire este anexată în cadrul procedurii în SIA RSAP 

7. Cumpărătorul invită operatorii economici interesați, care îi pot satisface necesitățile, să participe la procedura de achiziție privind livrarea/prestarea/executarea următoarelor bunuri /servicii/lucrări:

	Nr. lot
	Cod CPV
	Denumirea bunurilor solicitate
	Unitatea de măsură
	Cantitatea
	Specificarea tehnică deplină solicitată, Standarde de referință
	Valoarea estimată

	1
	30200000-1  
	Router
	buc
	1
	Cerințe minime

Ruter redundant cu Cisco ISR4331-SEC/K9 - Security Bundle - router - rack-mountable existent.
OS Provided: Cisco IOS Security

Software Included: Cisco IOS IP Base

Garanție 12 luni
	100000.00

	
	
	
	buc
	1
	Lucrări de integrare în sistemul existent (instalarea echipamentului, configurarea și verificarea clusterului, elaborarea setului de documente și scheme:  schema logica si fizica cu descrierea detailata, fișiere de configurare)

Garanție și suport – 3 luni
	

	2
	
	Firewall
	buc
	1
	 Cerințe minime
Firewall redundant cu Cisco ASA5516X with FirePOWER services K9 existent; 


	200000,00

	
	
	
	buc
	1
	Licența pentru an de zile Cisco ASA 5516-X with Firepower Services care include Intrusion Prevention System (IPS), Antivirus (AMP).
	

	
	
	
	buc
	1
	Lucrări de integrare în sistemul existent (instalarea echipamentului, configurarea și verificarea clusterului, elaborarea setului de documente și scheme:  schema logica si fizica cu descrierea detailata, fișiere de configurare)

Garanție și suport – 3 luni
	

	3
	
	IP PBX
	buc
	1
	Cerințe minime
Stație telefonica VoIP redundantă cu Cisco BE6000M-M5-K9 existentă. (doar hardware, fără licențe pentru aparate telefonice)

Garanție 12 luni
	220000,00

	
	
	
	buc
	1
	Lucrări de integrare în sistemul existent (instalarea echipamentului, configurarea și verificarea clusterului, elaborarea setului de documente și scheme:  schema logica si fizica cu descrierea detailata, fișiere de configurare)

Garanție și suport – 3 luni
	

	4
	
	Certificate SSL
	buc
	4
	Certificate SSL/TLS pentru domeniile mail.prm.md, www.presedinte.md, www.president.md, e-petitii.prm.md.

Validarea certificatelor de către centrul acreditat la nivel global

Parametrii tehnici: SHA256, 2048 bit

Valabilitatea – min 1 an
	10000,00

	5
	
	Router WiFi
	buc
	4
	Cerințe minime
Echivalent MikroTik RBD52G-5HacD2HnD-TC

CPU core count: 4; CPU nominal frequency: 716 MHz; Size of RAM: 128 MB;  PoE in: Passive PoE; Antenna gain dBi for 2.4 GHz: 2.5; Wireless 2.4 GHz standards: 802.11b/g/n; Wireless 2.4 GHz Max data rate: 300 Mbit/s; Wireless 5 GHz Max data rate: 867 Mbit/s; Wireless 2.4 GHz number of chains: 2; Wireless 5 GHz number of chains: 2; Wireless 5 GHz standards: 802.11a/n/ac; Antenna gain dBi for 5 GHz: 2.5; 10/100/1000 Ethernet ports: 5; Number of USB ports: 1;

Garanție: 12 luni
	8000,00
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	Sursă de alimentare cu energie electrică  neîntreruptibilă (UPS)


	buc
	2
	Cerințe minime
Echivalent  APC Smart-UPS C 1500VA LCD 230V with SmartConnect (SMC1500IC):

Output-Output power capacity 900Watts / 1.5kVA; Max Configurable Power (Watts) 900Watts / 1.5kVA; Nominal Output Voltage 230V; Output Voltage Distortion Less than 5%; Output Frequency (sync to mains) 50/60Hz +/- 3 Hz; Other Output Voltages 220, 240; 

Topology     Line Interactive; Waveform type  Sine wave; Output Connections (8) IEC 320 C13 (Battery Backup) (2) IEC Jumpers (Battery Backup); Transfer Time 6ms typical : 10ms maximum.

Input -Nominal Input Voltage - 230V; Input frequency 50/60 Hz +/- 3 Hz (auto sensing); Input Connections IEC-320 C14; Input voltage range for main operations 180 - 287V; Input voltage adjustable range for mains operation 170 - 300V; Other Input Voltages 220, 240

Communications & Management

Interface Port(s)  RJ-45, USB

Control panel Multi-function LCD status and control console

Audible Alarm Alarm when on battery : distinctive low battery alarm: configurable delays

Availability  Boost and Trim Automatic Voltage Regulation (AVR); Intelligent battery management; Power conditioning Automatic restart of loads after UPS shutdown; Automatic self-test; Temperature-compensated battery charging; Disconnected battery notification
Serviceability Battery failure notification; Predictive failure notification; User-replaceable batteries; Resettable circuit breakers; Hot-swappable batteries 

Manageability Network manageable; Disconnected battery notification; Audible alarms; LED status indicators; Serial connectivity; USB connectivity

Garanție: 12 luni
	165000,00

	
	
	
	buc
	8
	Cerințe minime
Echivalent  APC Smart-UPS C 1000VA LCD 230V with SmartConnect (SMC1000IC):

Output

Output power capacity 600Watts / 1.0kVA; Max Configurable Power (Watts) 600Watts / 1.0kVA; Nominal Output Voltage 230V; Output Voltage Distortion Less than 5%; Output Frequency (sync to mains) 50/60Hz +/- 3 Hz; Other Output Voltages 220, 240

Topology    Line Interactive
Waveform type  Sine wave

Output Connections (8) IEC 320 C13 (Battery Backup); (2) IEC Jumpers (Battery Backup)

Input
Nominal Input Voltage  230V; Input frequency 50/60 Hz +/- 3 Hz (auto sensing); Input Connections IEC-320 C14; Input voltage range for main operations 180 - 287V; Input voltage adjustable range for mains operation 170 - 300V; Other Input Voltages 220, 240

Communications & Management

Interface Port(s)   RJ-45, USB; Control panel; Multi-function LCD status and control console; Audible Alarm Alarm when on battery : distinctive low battery alarm : configurable delays;

Availability  

Boost and Trim Automatic Voltage Regulation (AVR); Intelligent battery management; Power conditioning; Automatic restart of loads after UPS shutdown; Automatic self-test; Temperature-compensated battery charging; Disconnected battery notification
Serviceability 
Battery failure notification; Predictive failure notification; User-replaceable batteries; Resettable circuit breakers; Hot-swappable batteries 

Manageability Network manageable; Disconnected battery notification; Audible alarms; LED status indicators; Serial connectivity; USB connectivity

Garanție: 12 luni
	

	
	
	
	buc
	1
	Cerințe minime
Echivalent APC Smart-UPS SRT 2200VA RM 230V Network Card  (SRT2200RMXLI-NC):
Output power capacity 1.98kWatts / 2.2kVA; Max Configurable Power (Watts) 1.98kWatts / 2.2kVA; Nominal Output Voltage 230V; Output Voltage Distortion Less than 2% 

Output Frequency (sync to mains) 50/60Hz +/- 3 Hz; Other Output Voltages    220, 240

Load Crest Factor  3 : 1

Topology         Double Conversion Online
Waveform type  Sine wave

Output Connections 

(2) IEC 320 C19 (Battery Backup); (8) IEC 320 C13 (Battery Backup); (2) IEC Jumpers (Battery Backup)

Bypass     Built-in Bypass

Input
Nominal Input Voltage 230V; Input frequency 50/60 Hz +/- 3 Hz (auto sensing); Input Connections IEC-320 C20; Input voltage range for main operations 160 - 275V; Input voltage adjustable range for mains operation 100 - 275 (half load)V;

Other Input Voltages 220, 240

Communications & Management

Interface Port(s)  RJ-45 10/100 Base-T, RJ-45 Serial, Smart-Slot, USB; Pre-Installed SmartSlot™ Cards
Serviceability 
Automatic self-test; Disconnected battery notification; Audible alarms; Predicitive failure notification
Protection

Frequency and voltage regulation; Power conditioning

Input power factor correction; Generator compatible

Cold-start capable; Resettable circuit breaker; Safety-agency approved
Manageability
LED status indicators; SmartSlot; Network manageable

Serial connectivity

Adaptability

Flash upgradeable firmware; Rack/Tower convertible; Plug-and-Play external batteries

Availability

Automatic restart of loads after UPS shutdown

Garanție: 12 luni
	

	
	
	
	buc
	2
	Cerințe minime
Echivalent  APC Smart-UPS C 1500VA LCD RM 2U 230V with SmartConnect  (SMC1500I-2UC):
Output 

Output power capacity 900Watts / 1.5kVA; Max Configurable Power (Watts) 900Watts / 1.5kVA; Nominal Output Voltage 230V; Output Voltage Distortion Less than 5% ; Output Frequency (sync to mains) 50/60Hz +/- 3 Hz; Other Output Voltages 220, 240; 

Topology Line Interactive; Waveform type  Sine wave; Output Connections (4) IEC 320 C13 (Battery Backup); (2) IEC Jumpers (Battery Backup)

Transfer Time 6ms typical : 10ms maximum

Input
Nominal Input Voltage  230V; Input frequency 50/60 Hz +/- 3 Hz (auto sensing); Input Connections IEC-320 C14; Input voltage range for main operations 180 - 287V; Input voltage adjustable range for mains operation 170 - 300V; Other Input Voltages 220, 240

Communications & Management

Interface Port(s)  RJ-45, USB

Control panel  Multi-function LCD status and control console

Audible Alarm  Alarm when on battery : distinctive low battery alarm : configurable delays

Availability Boost and Trim Automatic Voltage Regulation (AVR); Intelligent battery management; Power conditioning

Automatic restart of loads after UPS shutdown; Automatic self-test; Temperature-compensated battery charging; Disconnected battery notification
Serviceability Battery failure notification; Predictive failure notification; Resettable circuit breakers; User-replaceable batteries; Hot-swappable batteries 

Manageability Network manageable; Disconnected battery notification; Audible alarms; LED status indicators; Serial connectivity; USB connectivity

Garanție: 12 luni
	

	
	
	
	buc
	30
	Cerințe minime
Acumulator pentru UPS 12V/7.2AH
Garanție - 12 luni
	

	
	
	
	buc
	4
	Cerințe minime
Acumulator pentru UPS 12V/12AH
Garanție - 12 luni
	

	
	
	
	buc
	2
	Cerințe minime
Acumulator pentru UPS 12V/17AH
Garanție - 12 luni
	

	7
	
	Aparat de telefon staționar
	buc
	20
	Cerințe minime
Aparat de Telefon staționar (echivalent Panasonic KX-TS2365RUB)

Culoare – Neagră
Garanție - 36 luni
	20000,00

	
	
	
	buc
	2
	Cerințe minime
Aparat de Telefon fără fir (echivalent Panasonic KX-TG1612UAH) distanță de operare maximă 300m

Culoare – Neagră

Garanție - 36 luni
	

	8
	
	Calculator
	buc
	20
	Cerințe minime
product number” sau “service tag”

Form factor:  23.8" All-in-One PC

Panel: 23.8” IPS Wide Viewing Angle WLED, Full HD 1920x 1080 resolution

Processor: echivalentul  Intel® Core™ i5-8500 Processor (up to 4.1 GHz, 9 MB cache, 6 cores) 

Memory: 8 GB DDR4 -2666 Mhz 

Graphics: Integrated 

SSD:  256 GB 
Ports: USB 3.0, Ethernet, audio

Pointing device: Wireless Business Slim Keyboard (Eng/Rus/Rom) and Mouse  with mouse pad

Speakers: Integrated
Sistemul de Operare: Pre installed licensed operating system with Active Directory domain support (Eng), 64 bit /MS Windows 10 Pro OEM license;

MS Office 2019 (Classic 2019 versions of Word, Excel, PowerPoint, and Outlook) English 

Termen Garanție: 60 luni warranty;  
	600000,00

	9
	
	Stick-uri memorie USB


	buc
	20
	Cerințe minime
Capacitate – 32 GB

Interfața – minim USB 3,0

LED indicator transfer de date

Tip carcasă – clasică cu capac 

Material carcasă – metal 

Termen de garanție – 24 luni
	6000,00

	10
	
	Imprimantă
	buc
	1
	Cerințe minime
Echivalent cu EPSON LQ 690
Printing Technology  - dot-matrix

Printing Output Type- monochrome

Number of Pins—24 pins

Number of columns — 106 columns

Print speed                         at 10 cpi       at 12 cpi           High speed draft                  440 cps         529 cps                 Draft                                     330 cps         396 cps              LQ                                        110 cps        132 cps    

Paper/media    -- Cut sheet (single sheet, multi part);       

                         Continuous paper (single and multi part);

                         Roll paper;  Envelope; Card;  Label (cut  sheet and fan fold)

Paper Thickness Continuous ---  0.065 mm - 0.49 mm Paper Thickness Label Base   ---  0.16 mm - 0.19 mm Paper Thickness Label Total  ---  0.16 mm - 0.19 mm Paper Thickness Multi Part   ---   0.12 mm - 0.49 mm Paper Thickness Single Sheet --- 0.065 mm - 0.19 mm

Paper feeding ---  Manual insertion - Front in, front out;                   

                               Roll paper holder - Rear in, front out

Fonts --      9 LQ and 1 draft bitmap;

                   4 scalable typefaces;

                   8 barcode fonts

Interface  -- USB, parallel

Copy capability ---1 original + 6 copies

Ribbon yield      -- 10 million characters

Reliability        --  MTBF (20,000 power on hours), MVBF (40 million lines), print head life (400 million strokes/wire)

Consumables -- Black ribbon (10 million characters)
	10000,00

	11
	
	Sistem audio
	buc
	1
	Cablu pentru microfon echivalentul PROEL (cablu cu 2 fire ecranat) - 100 metri
	42000,00

	
	
	
	buc
	10
	Conectoare pentru microfon echivalentul CANON male
	

	
	
	
	buc
	10
	Conectoare pentru microfon echivalentul CANON female
	

	
	
	
	buc
	6
	Suportul microfonului SHURE 58 pentru tribună
	

	
	
	
	buc
	1
	Conector RJ45 – 100 buc.
	

	
	
	
	buc
	1
	Cutie de transfer (echivalentul KRAMER KVM 1120) Balanced Stereo audio Distributor

Intrare CANON female (Left – 2, Right – 2); 

Ieșire CANON male (Left – 10, Right – 10)
Garanție minimu – 12 luni
	

	
	
	
	buc
	1
	Mixer pentru sonorizare echivalentul Soundcraft Signature 12 MTK 
Type: Analog; Channels:12; Computer Connectivity: USB (14 x 12);
Faders:13 x 60mm Throw; Inputs - Mic Preamps:8 x XLR;
Phantom Power:12; Inputs - Line:10 x TRS; Inputs - Other:1 x Stereo (RCA); Outputs - Main:2 x XLR;
Outputs - Other:3 x TRS (Aux), 2 x TRS (Subgroup), 1 x TRS (Footswitch); Aux Sends:3 x Pre/Post; Busses/Groups:2 x Aux Busses, 1 x Aux/FX Bus, 2 x Mono Subgroups, 1 x Stereo Subgroup; Headphones:1 x 1/4"
	

	Valoarea estimativă totală( fără TVA)
	1 381 000.00


8. În cazul în care contractul este împărțit pe loturi un operator economic poate depune oferta (se va selecta):

1) Pentru un singur lot;

2) Pentru mai multe loturi;

3) Pentru toate loturile;

4) Alte limitări privind numărul de loturi care pot fi atribuite aceluiași ofertant___________________________________________________________________.

9. Admiterea sau interzicerea ofertelor alternative:                    nu se admite
(indicați se admite sau nu se admite)

10. Termenii și condițiile de livrare/prestare/executare solicitați: 

                30 zile din momentul semnării și înregistrării contractului 
11. Termenul de valabilitate a contractului:            31 decembrie 2019
12. Contract de achiziție rezervat atelierelor protejate sau că acesta poate fi executat numai în cadrul unor programe de angajare protejată (după caz):                     nu
   (indicați da sau nu)

13. Prestarea serviciului este rezervată unei anumite profesii în temeiul unor acte cu putere de lege sau al unor acte administrative (după caz):              licență  de activitate

14. Scurta descriere a criteriilor privind eligibilitatea operatorilor economici care pot determina eliminarea acestora și a criteriilor de selecție; nivelul minim (nivelurile minime) al (ale) cerințelor eventual impuse; se menționează informațiile solicitate (DUAE, documentație): 

	Nr. d/o
	Descrierea criteriului/cerinței
	Mod de demonstrare a îndeplinirii criteriului/cerinței:
	Nivelul minim/
Obligativitatea

	1
	Dovada înregistrării persoanei juridice, în conformitate cu prevederile legale din ţara în care ofertantul este stabilit
	Extras din Registrul de Stat al persoanelor juridice - copie, semnată electronic de către operatorul economic
	Obligatoriu

	2
	Formularul ofertei 
	Completat și semnat electronic de către operatorul economic (model F3.1)
	Obligatoriu

	3
	Specificații de preț
	Completat și semnat electronic de către operatorul economic (model F4.2)
	Obligatoriu

	4
	Specificații tehnice
	Completat și semnat electronic de către operatorul economic (model F4.1)
	Obligatoriu

	5
	Garanție bancară pentru ofertă – 1% din valoarea ofertei fără TVA
	Emisă de instituție licențiată în domeniul financiar-bancar 
	Obligatoriu

	6
	DUAE
	Completat și semnat electronic de către operatorul economic 
	Obligatoriu

	7
	Certificat de Distribuitor oficial în Republica Moldova sau autorizație de la producător, sau un alt document ce ar demonstra accesul operatorului economic la resursele de studiu și cercetare a producătorului echipamentelor
	pentru loturile 1-3, 5-6, 8

copie, semnată electronic de către operatorul economic
	Obligatoriu

	8
	Certificarea ISO27001 sau orice alte certificări emise de organisme independente, în măsura în care acestea confirmă asigurarea unui nivel corespunzător de securitate informației 
	pentru loturile 1,2,3
copie, semnată electronic de către operatorul economic
	Obligatoriu


Documente justificative aferente DUAE, care vor fi prezentate ulterior la solicitarea Autorității contractante:
	Nr. d/o
	Descrierea criteriului/cerinței
	Mod de demonstrare a îndeplinirii criteriului/cerinței:
	Nivelul minim/
Obligativitatea

	1
	Certificat de lipsă a datoriilor la plata impozitelor și contribuțiilor
	Emis de Inspectoratul Fiscal
	Obligatoriu

	2
	Situația financiară a operatorul economic
	Pentru ultimul an 
	Obligatoriu

	3
	Min 3 proiecte similare realizate
	pentru loturile 1-3
	Obligatoriu

	4
	Min un specialist certificat în routing
	pentru loturile 1,2
	Obligatoriu

	5
	Min un specialist certificat în VoIP
	pentru lotul 3
	Obligatoriu


15. Tehnici și instrumente specifice de atribuire (dacă este cazul specificați dacă se va utiliza acordul-cadru, sistemul dinamic de achiziție sau licitația electronică): licitația electronică
16. Condiții speciale de care depinde îndeplinirea contractului (indicați după caz):    nu sunt
17. Criteriul de evaluare aplicat pentru adjudecarea contractului:     cel mai mic preț
18.  Termenul limită de depunere/deschidere a ofertelor:

· până la: [ora exactă]           Conform SIA RSAP
· pe: [data]                   Conform SIA RSAP
19. Adresa la care trebuie transmise ofertele sau cererile de participare: 
Ofertele sau cererile de participare vor fi depuse electronic prin intermediul SIA RSAP
20. Termenul de valabilitate a ofertelor:              30 zile 
21. Locul deschiderii ofertelor:                        SIA RSAP
               (SIA RSAP sau adresa deschiderii)
Ofertele întîrziate vor fi respinse. 

22. Persoanele autorizate să asiste la deschiderea ofertelor: 
Ofertanții sau reprezentanții acestora au dreptul să participe la deschiderea ofertelor, cu excepția cazului cînd ofertele au fost depuse prin SIA “RSAP”.

23. Limba sau limbile în care trebuie redactate ofertele sau cererile de participare:
           limba de stat 

24. Denumirea și adresa organismului competent de soluționare a contestațiilor: 

Agenția Națională pentru Soluționarea Contestațiilor

Adresa: mun. Chișinău, bd. Ștefan cel Mare și Sfânt nr.124 (et.4), MD 2001;

Tel/Fax/email: 022-820 652, 022 820-651, contestatii@ansc.md

25. În cadrul procedurii de achiziție publică se va utiliza/accepta:

	Denumirea instrumentului electronic
	Se va utiliza/accepta sau nu

	depunerea electronică a ofertelor sau a cererilor de participare
	da

	sistemul de comenzi electronice
	da

	facturarea electronică
	da

	plățile electronice
	da


26. Contractul intră sub incidența Acordului privind achizițiile guvernamentale al Organizației Mondiale a Comerțului (numai în cazul anunțurilor transmise spre publicare în Jurnalul Oficial al Uniunii Europene): ________________nu______________________







(se specifică da sau nu)
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