
3000 

36.8/2650 

Equipped with Xinchai Engine or Imported Engine
Advanced Ergonomical Design

Large Capacity Radiator
Double Suspended Structure

Wide View Mast

MODEL LG30D(T)III
Power type Diesel
Rated capacity(kg) 3000
J Load center(mm) 500
H1 STD Max lifting height(mm) 3000
H3 Free lifting height(mm) 125
L5*W*T STD Fork size(mm) 1520×125×45
Mast tilt angle(deg) 6/12
L3 Front overhang(mm) 487
L4 Rear overhang(mm) 550
Overall dimension
L 1Overall length(with fork)(mm) 3850
W1 Overall width(mm) 1250
H2 STD Mast lowered height(mm) 2132
H4 Overhead guard height（mm） 2150
R1 Min.turning radius（mm） 2520
Min.intersecting aisle(mm) 4200
Performance  Date
Max.traveling speed(km/h)load/unload 18.5/20
Max.lifting speed(mm/s)load/unload 500/520
Max.gradient(%) 20
Self weight(kg) 4160
S/P Tread(front/rear)(mm) 1030/980
L2  Axle distance(mm) 1750

Min.ground clearance M2 Mast(mm) 132
M1 Frame(mm) 165

STD Engine XINCHAI C490BPG

Rated power(kw) 36.8

Optinal Engine(for 2t&2.5t)

Engine Model Manufacturer Rated Power（kw/rpm）
Max.Torque
（Nm/rpm）

Bore/Number of Cylinders/Displacement 
（mm/L）

Fuel Consumption
（g/KW·h）

C490BPG-47 China 36.8/2650 156/1800 90/4/2.67 230
A498BT1(2.5T) China 36.8/2650 180/1800 98/4/3.17 230

C240 ISUZU 34/2500 137/1800 86/4/2.369 292

Optinal Engine(for 3t&3.5t)

Engine Model Manufacturer Rated Power（kw/rpm） Max.Torque
（Nm/rpm）

Bore/Number of Cylinders/Displacement 
（mm/L）

Fuel Consumption
（g/KW·h）

C490BPG-47(3T) China 36.8/2650 156/1800 90/4/2.67 230
C240 ISUZU 34/2500 137/1800 86/4/2.369 292
4JG2 ISUZU 44/2450 186/1700 95/4/3.059 265

S4S-474 MITSUBISHI 36.8/2300 176/1800 120/4/3.331 225
A498BT1 China 36.8/2400 180/1800 98/4/3.17 230
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