




Prin prezentul certificat se confirmă că marfa indicată în acest certificat are  garanția de 3 ani 

din data livrării marfii 

HG Nr. 255 din  05.03.2008 pentru aprobarea Reglementării tehnice

“Securitatea echipamentelor electrice de joasă tensiune” 

SM SR EN 60598-2-3:2010 (cap.3.4-3.11, 3.14)
Condiții de producere, sănătatea muncii și calitatea managementului corespund ISO:9001, ISO:14001, ISO:45001

sau să eliberează producția nouă

801, c. fiscal: 1004600060124, c. TVA: 0607461,  BC  MOBIASBANCA  G.S.G.  S.A.

Producător  LED MARKET SRL                                        R.  Moldova

Certificat emis de către LED MARKET  SRL , mun. Chişinău, Str. Șos. Muncești,   

SC " LED MARKET"  SRL

CERTIFICAT  DE  GARANȚIE

Data  emiterii          11   noiembrie  2019                                       

Copiile prezentului certificat de conformitate  se legalizează în modul stabilit de                                                                                                                                     

organizaţiile competente de Certificare

Danu Vadim

L.Ş.

Producător autohton în baza  Certificatului nr.  OCpr MD 043 13 C 001738-16           din  20 mai 2016

Toată marfa este produsă conform cerințelor:

În cazul de garanție Cumpărătorul prezintă marfa Vînzătorului

Director LED MARKET SRL___________

STREET LIGHT LEAF - 50W 
STREET LIGHT LEAF - 80W 

care se obligă în termen pînă la 10 (zece) zile să repare felinar stradal

STREET LIGHT LEAF - 150W 

























CMAC l.S.,,Centrul de Metrologie Aplicati ;i Certificare"

CE RTI F ICAT DE COII FORIIITATE
Nr. de inregistrare OCpr - 001 13 C002403-19

Data emiterii 15 iulie 2019 Valabil pini la 15 iulie 2020

oRGANIS MUL DE CERTIFICARE OCpr- 001

ORGANISMUL DE CERTIFICARE PRODUSE (OCP) din cadrul i.S. 'Centrul de Metrologie Aplicati
9i Certificare" (i.S. CMAC). Adresa: str. E. Coca,28, MD 2o64,mun. Chiqindu;
teL: 022 7 19279 , 022 7 50463; fax: 022 7 45489 .

PRIN PRIZINTT]L DO CUMN,{T S E CO NFIRM,{ FAPTTJL, CA PRO DUSELE IDE\T|FICATE ASTFFI,I
DINTJMIRD{ / DESC RIEREA

Armatura pentru linii electrice aeriene mc. FEMAN modele conform anexei. . .,

unde (...) - cifre gi/sau Iitere ce reprezinta rariantele modehrlui;

Contract de livrare nr. Nr. Nr. S1204/18 din 12.04.18 cu'TEMAN'd.o.o, Serbia

sinr connontrecu cERTNTELEoBLtcAToRII srABILlrE iN :

GOST 1321 6-79 p. 1. 1.1- 1. 1.3, 1. 1.5, 1.1.7, 1.1.8, 1.2, 1.3, 1.7, 1.9, 5.1-5.3

PRODUCATOR

'TEMAN" d.o.o, Serbia

SOLICITANT

"CEGOLTAR" SRL, str. Nuferilor, 25, mur. ChbinAU Republica Moldova

CERTIFICATUL ESTE ELIBERAT IN BAZA

Raport de evaluare fnal Nr. 2219-RE din 15.07.2019, ehberat de OCP din cadrul i.S. CMAC, str, E.

Coca, 28, mun. Cfiiginaq MD 2064, certifcat de acreditare Nr. OCpr - 001 din 10.09.2018; Raport de
incercdriNr. 8271102119 din 10.07.2019, eliberar de Li CERIFICARE SRL, MD 2001, rrnn Chbinarl
blGagarin 2, certificat de acreditare Nr. Li-076din17.06.2016

INFORMATIE S UP LIMFT.,{TARA:

Schema de certificare 2. Supravegherea se va efectua de cdtre OCP din cadnrl iS CMAC.C ertificahrl
este valabil doar irn cazrl asigurdrii cu informalie in limba de stat a fecdrei unitdli de produs conform
legislalieiin vigoare. Acord Nr. 639612019 din 15.07.20i9. DosarNr.2429.

m

(\

l-

Codul fnrii
RS

ERTIFICATE

oruanis mului de certilicare Melnic L.
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TEST REPORT
NO.: ECT2019K040218-Y1 Date: Apr. 10, 2019 Page 1 of 4

Applicant: SC “LED MARKET” SRL

Address: Republica Moldova
mun.Chisinau, sos. Muncesti 801, MD-2029
Cod fiscal: 1004600060124
Tel: +373 (22) 496 584
Email: trade@compuvad.com
URL:www.ledmarket.md

Report on the submitted sample said to be：

Sample name: LED street light

Model: Range Leaf,sizes G1200, G1700, G2600, G3500, G3800, G5200

Trademark: Leaf Range

Manufacturer: SC “LED MARKET” SRL

Sample received date: Apr. 02, 2019

Testing period: From Apr. 02, 2019 to Apr. 10, 2019

Testing Requested:

According to customer requirements, to do IK08 test on the submitted sample(s).

Test Method:

According to the condition submitted by the client.

Signed for and on behalf of

Shenzhen ECT Testing Technology Co., Ltd

Prepared by: Reviewed by: Approved by:

Zeng Ji Lan, Eris Liu Lin Wen, Lewis Lv Jie Hua, Jeewah

Report Clerk Laboratory Supervisor Technical Director



TEST REPORT
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Test Condition:

1) Ambient temperature and relative humidity: 23.5°C, 58% RH

2) Test condition:

a) The sample is placed on the ground, The energy of impact test specimens for 1J;

b) The impact point is uniformly distributed on the sample

c) Check the samples after test

Test Equipment:

Equipment Manufacturer Model Calibration Date

IK Impact Tester Hanyang HY-7812A 2019-03-15



TEST REPORT
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Test Result:

Test Item Criteria (According to the
technical requirements of

client)

Test Result

IK08 No crack on the sample

After the test, there is no
obvi ous appearance
abnormality on the

sample.

P

Photos of the sample:

Photos of the Testing:
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***End of Report***



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 10

STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd/klm
C0/180,143.6¡ã

UNIT:cd/klm

C30/210,144.3¡ã

UNIT:cd/klm

C60/240,133.9¡ã

UNIT:cd/klm

C90/270,129.0¡ã
AVERAGE BEAM ANGLE(50%):137.7 DEG

0

110

220

330

440

550

INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM

C0

C30

C60

C90

C120

C150

C180

C210

C240

C270

C300

C330

Max @   = 63.0DEGgHOUSE SIDE STREET SIDE

0

110

220

330

440

550

DATA OF LAMP PHOTOMETRIC DATA Eff: 109.25 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd/klm)

LOR(%)

TOTAL FLUX(lm/klm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI

h

h

h

h

h

hg

STREET LIGHT LEAF RANGE 50W, 5700K

50

222

5789.8

1

221.6

532.4

98.3

983.1

180,63.0

0.0

98.3

0.0

46.6

0.0

51.8

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]
Remarks:

C Range:  0 - 360DEG
C Interval:  5.0DEG
Test Speed: HIGH
Temperature:22DEG
Test Date:2019-03-21

Note: SLI:Specific Luminaire Index

C:\Users\LAB\Desktop\LED\HIGH BAY\STREET\LEAF\STREET LEAF 50W 5700K.GOS



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 2 Of 10

STREETLIGHT ISOCANDELA DIAGRAM

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

15345 30330 45315 60300 75285 90270 C0

g 0

180

10

170

20

160

30

150

40

140

50

130

60

120

70

110

80

100

90

HOUSE SIDE STREET SIDE

Classification:

IES:Type II - Short
CIE:Narrow - Intermediate

CIE:Semi-cut-off
IES:Cut-off

Max.At80:83.01cd/klm
Max.At90:1.080cd/klm
Max.80-90:83.01cd/klm
NRB 5101:Semi limited[20.7%]

ISOCANDELA DIAGRAM

UNIT cd/klm

Imax=100%    532

90%    479

80%    426

70%    373

60%    319

50%    266

40%    213

30%    160

20%    106

10%     53

 5%     27

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:

C:\Users\LAB\Desktop\LED\HIGH BAY\STREET\LEAF\STREET LEAF 50W 5700K.GOS



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 10

COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

2 1 0 1 2 3 4
STREET SIDEHOUSE SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT

 0

10

20

30

40

50

60

70

80

90

100
STREETLIGHT COEFFICIENT OF UTILIZATION CURVECU(%)

TILT ANGLE
 0.0(DEG)

 5.0(DEG)

10.0(DEG)

15.0(DEG)

20.0(DEG)

-7 -6 -5 -4 -3 -2 -1 0 1 2 3 4 5 6 74

3

2

1

0

1

RATIO OF DISTANCE TO MOUNTING HEIGHT

S
T
R
E
E
T
S
I
D
E

D
/
M
H

H
O
U
S
E
S
I
D
E

1.9 1.4 1.2 0.95 0.71
0.24 0.12 0.071 0.024 0.012

ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 2.38 lx/klm

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

According to LB/T001-2008:
U = Emin/Eavg = 0.605
Eavg = 14.73 lx

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:

C:\Users\LAB\Desktop\LED\HIGH BAY\STREET\LEAF\STREET LEAF 50W 5700K.GOS



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 4 Of 10

ZONAL FLUX DIAGRAM

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

 g
   5 0- 5
  10 5- 10
  15 10- 15
  20 15- 20
  25 20- 25
  30 25- 30
  35 30- 35
  40 35- 40
  45 40- 45
  50 45- 50
  55 50- 55
  60 55- 60
  65 60- 65
  70 65- 70
  75 70- 75
  80 75- 80
  85 80- 85
  90 85- 90
  95 90- 95
 100 95-100
 105 100-105
 110 105-110
 115 110-115
 120 115-120
 125 120-125
 130 125-130
 135 130-135
 140 135-140
 145 140-145
 150 145-150
 155 150-155
 160 155-160
 165 160-165
 170 165-170
 175 170-175
 180 175-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  g F F

DEG LUMINOUS INTENSITY:cd/klm UNIT:lm/klm

240.0 228.9 223.6 230.9 241.6 240.5 236.7 238.1 5.644 5.644 0.57,0.56
241.7 218.6 208.9 221.1 247.0 240.7 235.0 236.9 16.63 22.28 2.27,2.23
247.5 211.1 194.2 213.1 254.7 244.3 233.4 238.1 27.25 49.52 5.04,4.95
262.5 202.9 164.8 204.6 271.6 249.2 215.5 240.9 37.37 86.89 8.84,8.69
287.2 188.2 135.4 190.6 292.4 246.0 197.5 238.6 46.68 133.6 13.6,13.4
311.3 172.1 105.9 176.8 306.0 242.1 179.6 237.4 55.38 189.0 19.2,18.9
335.1 161.2 99.34 166.4 317.3 239.5 163.3 239.0 63.39 252.3 25.7,25.2
344.8 153.0 92.73 158.1 325.4 232.9 147.0 240.1 71.05 323.4 32.9,32.3
357.0 152.5 86.13 150.7 348.0 213.7 130.7 224.5 77.60 401.0 40.8,40.1
369.7 143.6 105.4 140.5 393.9 191.1 153.5 204.2 84.47 485.5 49.4,48.5
395.8 134.6 124.7 128.6 431.0 162.9 176.3 176.7 94.71 580.2 59,58
445.4 148.9 143.9 139.8 454.5 163.6 199.1 174.4 106.6 686.7 69.9,68.7
490.7 159.3 97.18 142.2 490.6 147.7 136.4 166.7 115.7 802.4 81.6,80.2
468.1 140.7 50.41 102.2 275.1 106.4 73.65 134.1 103.2 905.6 92.1,90.6
173.7 68.86 3.646 49.65 39.01 51.19 10.94 67.88 59.15 964.7 98.1,96.5
14.44 4.106 0 3.024 6.798 3.280 0 6.828 16.18 980.9 99.8,98.1
4.040 0 0 0 2.484 0 0 0 1.969 982.9 100,98.3
0.9348 0 0 0 1.080 0 0 0 0.1984 983.1 100,98.3

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:

C:\Users\LAB\Desktop\LED\HIGH BAY\STREET\LEAF\STREET LEAF 50W 5700K.GOS



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 5 Of 10

ISOCANDELA DIAGRAM

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

-90
-90

-80

-80

-70

-70

-60

-60

-50

-50

-40

-40

-30

-30

-20

-20

-10

-10

0

0

10

10

20

20

30

30

40

40

50

50

60

60

70

70

80

80

90

90

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

Imax:517.1(H67.0,V-15.0)

 (At:C=180.0,Gamma=63.0)

UNIT: cd/klm

10% 51.71
20% 103.4
30% 155.1
40% 206.8
50% 258.6
60% 310.3
70% 362.0
80% 413.7
90% 465.4

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:

C:\Users\LAB\Desktop\LED\HIGH BAY\STREET\LEAF\STREET LEAF 50W 5700K.GOS
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Planar Illuminance Curve

Planar Illuminance Curve

-25 -20 -15 -10 -5 0 5 10 15 20 25

Distance(m)

0

0.25

0.5

0.75

1

1.25

1.5

1.75

2

2.25

2.5
E(lx/1000lm) MH = 10 m

C0/180

C90/270

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:

C:\Users\LAB\Desktop\LED\HIGH BAY\STREET\LEAF\STREET LEAF 50W 5700K.GOS



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 7 Of 10

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

  (DEG)g

C(DEG)

  Table--1 UNIT: cd/klm

0

0 238

5 240

10 242

15 248

20 263

25 287

30 311

35 335

40 345

45 357

50 370

55 396

60 445

65 491

70 468

75 174

80 14.4

85 4.04

90 0.93

5

238

239

239

243

256

279

302

324

335

346

358

385

438

485

455

207

19.0

5.07

0.00

10

238

237

236

239

250

270

291

312

323

333

345

369

422

480

434

239

19.9

5.62

0.00

15

238

236

234

235

243

260

280

299

310

319

326

344

390

444

431

307

34.8

5.53

0.00

20

238

235

231

230

236

249

266

284

294

297

301

312

349

407

402

256

57.3

6.10

0.00

25

238

234

228

226

229

238

252

264

269

272

273

277

303

350

324

196

83.0

3.01

0.00

30

238

232

225

222

222

226

235

239

241

246

243

238

242

272

243

159

52.5

0.00

0.00

35

238

231

223

218

215

216

213

212

213

213

211

201

190

205

210

117

31.6

0.00

0.00

40

238

230

221

214

209

201

192

186

183

181

177

166

169

179

194

99.2

9.97

0.00

0.00

45

238

229

219

211

203

188

172

161

153

152

144

135

149

159

141

68.9

4.11

0.00

0.00

50

238

228

217

208

196

176

157

138

132

127

118

120

135

145

106

47.7

3.08

0.00

0.00

55

238

227

215

204

190

166

144

121

115

110

99.7

116

135

143

89.2

34.5

2.40

0.00

0.00

60

238

226

214

201

184

158

133

113

106

98.1

94.8

119

140

136

81.6

26.8

1.69

0.00

0.00

65

238

225

213

199

177

152

125

108

100

92.3

98.0

123

148

131

75.9

20.3

1.10

0.00

0.00

70

238

225

212

198

173

146

119

105

96.6

87.6

101

128

154

124

69.2

15.1

0.72

0.00

0.00

75

238

224

210

197

170

141

113

102

95.0

87.1

103

126

149

112

61.6

10.4

0.37

0.00

0.00

80

238

224

210

195

167

138

109

100

93.2

85.7

105

127

150

106

56.3

6.17

0.12

0.00

0.00

85

238

224

209

195

166

136

107

99.6

92.7

85.7

105

126

146

99.6

52.0

4.33

0.03

0.00

0.00

90

238

224

209

194

165

135

106

99.3

92.7

86.1

105

125

144

97.2

50.4

3.65

0.00

0.00

0.00

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

  (DEG)g

C(DEG)

  Table--2 UNIT: cd/klm

95

0 238

5 224

10 210

15 195

20 166

25 136

30 106

35 99.5

40 92.9

45 86.4

50 105

55 124

60 142

65 97.2

70 50.6

75 3.99

80 0.03

85 0.00

90 0.00

100

238

225

211

197

168

138

110

102

94.7

87.7

104

122

141

98.9

52.2

5.45

0.10

0.00

0.00

105

238

225

212

197

170

142

114

104

96.8

89.3

102

120

137

101

54.6

8.10

0.24

0.00

0.00

110

238

226

213

198

174

147

120

107

99.9

92.9

101

118

135

107

59.8

11.8

0.43

0.00

0.00

115

238

227

214

200

179

153

127

111

105

96.5

98.8

116

134

117

67.0

17.0

0.71

0.00

0.00

120

238

228

215

203

184

160

136

117

111

103

97.5

114

128

120

70.9

22.7

1.14

0.00

0.00

125

238

229

217

206

191

168

147

126

121

114

101

111

125

135

84.3

31.6

1.67

0.00

0.00

130

238

230

219

210

198

179

160

144

137

131

117

118

130

136

95.5

42.8

2.42

0.00

0.00

135

238

231

221

213

205

191

177

166

158

151

140

129

140

142

102

49.7

3.02

0.00

0.00

140

238

232

224

217

211

204

196

190

182

175

168

156

156

150

97.7

59.2

5.34

0.00

0.00

145

238

233

227

221

218

219

217

212

206

202

194

194

213

200

118

68.9

13.3

0.00

0.00

150

238

234

229

226

226

230

236

233

230

226

226

241

271

250

178

69.4

17.6

0.00

0.00

155

238

235

232

231

234

242

252

253

253

250

259

292

319

319

243

94.8

9.58

0.79

0.00

160

238

236

235

235

242

254

264

270

275

277

295

344

374

389

284

94.9

9.04

1.94

0.00

165

238

238

238

240

250

264

275

283

289

304

332

380

397

459

302

75.3

10.0

2.57

0.00

170

238

239

241

245

257

274

286

295

302

320

360

405

437

463

303

50.4

8.12

2.33

0.00

175

238

240

244

250

265

284

296

307

314

335

380

419

443

478

314

42.3

6.87

2.40

0.00

180

238

242

247

255

272

292

306

317

325

348

394

431

455

491

275

39.0

6.80

2.48

1.08

185

238

241

247

254

271

291

305

316

325

347

391

425

443

472

274

40.4

6.96

2.56

0.00

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 9 Of 10

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

  (DEG)g

C(DEG)

  Table--3 UNIT: cd/klm

190

0 238

5 241

10 246

15 254

20 270

25 289

30 303

35 314

40 323

45 344

50 382

55 419

60 425

65 452

70 253

75 32.8

80 6.06

85 3.86

90 0.00

195

238

241

246

253

268

286

300

311

322

338

365

395

395

395

221

24.4

5.13

3.39

0.00

200

238

241

245

252

265

283

297

308

316

321

338

364

366

305

155

26.9

4.64

2.74

0.00

205

238

241

244

250

262

278

294

299

301

301

311

329

303

254

140

28.8

4.49

1.05

0.00

210

238

241

243

249

259

274

286

285

285

283

285

277

261

202

117

19.0

5.31

0.00

0.00

215

238

241

243

247

256

269

272

270

267

267

247

231

217

176

103

44.6

9.08

0.00

0.00

220

238

241

242

246

253

257

256

256

251

239

217

193

177

153

105

50.0

4.94

0.00

0.00

225

238

240

241

244

249

246

242

240

233

214

191

163

164

148

106

51.2

3.28

0.00

0.00

230

238

240

240

243

245

236

229

222

212

193

168

157

160

159

108

45.7

3.25

0.00

0.00

235

238

240

239

241

238

227

217

207

192

174

150

153

156

153

99.8

42.7

4.98

0.00

0.00

240

238

239

239

239

232

219

206

193

178

158

142

150

158

145

92.8

39.6

5.52

0.00

0.00

245

238

239

239

238

227

212

198

183

166

148

141

152

160

137

87.0

36.6

4.57

0.00

0.00

250

238

238

238

237

223

207

190

175

159

140

144

158

171

136

82.9

30.3

2.69

0.00

0.00

255

238

238

238

237

221

203

185

169

153

136

147

164

180

135

79.1

23.0

1.22

0.00

0.00

260

238

238

237

236

219

200

182

166

150

133

149

168

187

133

74.0

15.1

0.38

0.00

0.00

265

238

237

236

234

217

198

179

163

148

132

152

173

193

133

71.8

10.6

0.07

0.00

0.00

270

238

237

235

233

215

198

180

163

147

131

154

176

199

136

73.7

10.9

0.00

0.00

0.00

275

238

237

235

234

216

198

180

163

147

131

154

177

200

139

76.9

14.8

0.11

0.00

0.00

280

238

237

236

234

217

199

181

165

148

132

151

172

193

140

81.1

23.4

0.64

0.00

0.00

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 10 Of 10

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LEAF RANGE

DIM.:

MFR.: LED MARKET SRL

TYPE:50W

SPEC.:5700K

SUR.:

WEIGHT:1.7

SERIAL No.:

PROTECTION ANGLE:

Test:U:221.6V I:0.2440A P:52.10W PF:0.9620  Lamp Flux:5789.8x1 lm

  (DEG)g

C(DEG)

  Table--4 UNIT: cd/klm

285

0 238

5 237

10 236

15 234

20 218

25 201

30 184

35 168

40 151

45 135

50 146

55 164

60 179

65 139

70 90.0

75 42.5

80 2.69

85 0.00

90 0.00

290

238

237

236

234

220

204

188

173

156

139

142

157

171

145

102

58.9

6.43

0.00

0.00

295

238

237

236

235

223

208

194

179

164

146

141

154

165

146

100

53.4

8.02

0.00

0.00

300

238

237

237

235

227

214

201

190

176

157

142

153

161

149

98.9

50.2

9.41

0.00

0.00

305

238

238

237

235

231

220

212

205

192

174

152

156

159

155

106

57.0

13.4

0.00

0.00

310

238

238

237

237

237

229

223

221

213

197

175

165

165

159

117

64.2

14.6

0.00

0.00

315

238

238

237

238

241

239

237

239

240

224

204

177

174

167

134

67.9

6.83

0.00

0.00

320

238

238

237

239

244

249

253

258

262

255

233

205

188

174

139

72.8

8.37

0.00

0.00

325

238

239

238

240

248

260

268

276

282

286

265

239

208

192

142

78.1

18.1

0.00

0.00

330

238

239

238

242

251

267

283

292

301

303

301

276

259

245

169

71.9

24.8

0.00

0.00

335

238

239

239

243

254

272

293

308

317

320

322

317

310

292

212

87.2

10.1

1.19

0.00

340

238

239

239

244

256

277

299

320

331

336

338

343

355

344

261

99.0

12.0

3.28

0.00

345

238

239

240

245

258

281

304

326

338

349

355

365

393

414

321

111

9.38

4.13

0.00

350

238

240

241

246

260

284

307

330

342

353

364

386

424

448

401

168

11.4

4.78

0.00

355

238

240

241

247

262

286

310

333

344

355

368

393

441

478

431

193

14.8

4.18

0.00

  Range:  0 -  90DEG
  Interval:  0.5DEG
g
g
Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.269
Humidity:65.0%
Test Distance:8.000m [K=1.0000]

C Range:  0 - 360DEG 
C Interval:  5.0DEG 
Test Speed: HIGH 
Temperature:22DEG  
Test Date:2019-03-21

Remarks:
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