Anexa nr. 8
la Documentația standard nr._____
din “____” ________ 20___
DECLARAŢIE
privind valabilitatea ofertei
Către____________________________________________________________________                              (denumirea autorităţii contractante şi adresa completă)
Stimaţi domni,

    Ne angajăm să menținem oferta valabilă, privind achiziționarea _________________
                                                                                                                                (se indică obiectul achiziției)
prin procedura de achiziție_____________________________________,
                                                                (tipul procedurii de achiziție)
pentru o durată de _____________ zile, (durata în litere și cifre), respectiv până la data de ___________________ (ziua/luna/anul), și ea va rămâne obligatorie pentru noi și poate fi acceptată oricând înainte de expirarea perioadei de valabilitate.

Data completării . . . . . . . . . . . . .
Cu stimă,

Ofertant/candidat
. . . . . . . . . . . . . . . . . . . . . . . .

(semnătura autorizată)

*Notă: Termenul valabilităţii ofertei începe să decurgă din momentul termenului limită de depunere a ofertelor. Orice ofertă valabilă pentru o perioadă mai mică decât cea prevăzută în anexa nr. 2 se respinge de către grupul de lucru ca fiind necorespunzătoare.
	                                                                                                                                                                               Anexa nr. 22
                                                                                                                                                                                       la Documentația standard nr._____
                                                                                                                                                                             din “____” ________ 20___
Specificaţii tehnice 

	[Acest tabel va fi completat de către ofertant în coloanele 2, 3, 4, 6, 7, iar de către autoritatea contractantă – în coloanele 1, 5,]


	Numărul procedurii de achiziție______________din_________

	Obiectul achiziției:    Licențe/software pentru transmisii live de știri din teren

	
	

	Denumirea bunurilor 
	Denumirea modelului bunului
	Ţara de origine
	Produ-cătorul
	Specificarea tehnică deplină solicitată de către autoritatea contractantă


	Specificarea tehnică deplină propusă de către ofertant


	Standarde de referinţă

	1
	2
	3
	4
	5
	6
	7

	Lotul nr. 1 Licențe/software pentru transmisii live de știri din teren
	
	
	
	

	1.1. Licență pentru aplicația mobilă + mentenanță
	
	
	
	This mobile application is specifically designed for television journalists, news agencies, and freelance reporters, enabling seamless live video streaming directly within broadcast production workflows. With a single screen tap, users can instantly transmit live or recorded video content to their production team. The app features advanced camera settings, dependable live streaming over mobile and WiFi networks, and on-screen return feeds, making it an ideal tool for covering breaking news, conducting live interviews, and producing professional-grade video content anytime, anywhere.

Optimized for Haivision SST and Aviwest protocols, the app provides stable video transmission even over unreliable networks or in crowded environments. By bonding the smartphone’s WiFi and 5G/4G connections, it achieves enhanced video quality and resilience. Available for download on both the Apple Store and Google Play, the app is compatible with a wide range of smartphones and tablets.Stream destinations: 

StreamHub receiver and decoder for delivery to SDI, NDI, ST 2110, SRT, HLS, MPEG-2 TS, RTSP, or RTMP.

Encoding: H.264/AVC 4:2:0, 8-bit; H.265/HEVC 4:2:0, 8-bit

Live: Dynamic and static resolutions

Recording: Static resolution

Bitrates: Up to 10 Mbps; Constant Bitrate (CBR); Variable Bitrate (VBR)

Latency: Configurable from 1.2 to 10 seconds

Inputs: Built-in cameras (front, back, dual back, telephoto, ultra-wide)

External camera with SDI/HDMI to USB-C adapter for Android smartphones

Audio: Encoding: AAC-LC; Bitrates: 32 kbps, 64 kbps, 128 kbps, or 256 kbps

Inputs: Built-in & external microphone (wired/Bluetooth)

Network Connections: Cellular: 5G/4G/3G (depending on device and operator)

WiFi; Ethernet (with an adapter)

Include:

- One license per input, up to 16 licenses per StreamHub, valid for 1 year.

-Support and Updates: One year of support and updates to the latest software version for the StreamHub Aviwest server, as well for two PRO 380 transmitters Aviwest managed by TRM.

- Includes 2 pcs. Backpack whit V-mount compatible and designed for the PRO 380 Aviwest transmitters

Operațiunile de instalare, ajustare, testare;
	
	

	1.2.Transmitter live
	
	
	
	Ultra-Compact Video Encoder and Bonded Cellular Transmitter 5G, compatible with the Aviwest or Haivision live transmission system.

-VIDEO Standards: HD: 1080p25/29.97/30/50/59.94/60, 1080i50/59.94/60, 720p50/59.94/60, SD: PAL;

-Encoding: H.265/HEVC 4:2:0, 8-bit, H.264/AVC 4:2:0, 8-bit, Dynamic resolution;

-Bitrates: 200 Kbps to 20 Mbps, Constant Bitrate (CBR), Variable Bitrate (VBR);

-Inputs: SDI, HDMI;

-AUDIO: Encoding AAC-LC, Bitrates 32 Kbps to 256 Kbps, Dual Mono or Stereo 2.0;

-NETWORK CONNECTIONS: Cellular 2 x 5G/4G/3G

Extensible with external modems (2 x USB ports);

-Ethernet Gigabit Ethernet port LAN, WAN, Dual band Wi-Fi modem 802.11b/g/n/ac;

-Transport Protocols: SST over Cellular/Ethernet/Wi-Fi(bonding), SRT over Ethernet (caller and listener modes);

-Video Encoding: Dual encoding for simultaneous Live & Record;

-Video Returns: Full HD video return;

-User Interface and Operations: Video and Audio level preview, Remote dynamic latency adjustment during a live broadcast, Automatic Live Start;

-Audio Intercom/IFB: Bluetooth or wired headset;

-INTERFACES:

1 x 3G-SDI input (BNC), 1 x 3G-SDI output (BNC);

1 x HDMI 1.4 input, 1 x HDMI 1.4 output;

1 x RJ-45 Ethernet;

2 x USB 3.0 (type-A);

1 x 3.5 mm audio jack (for IFB / intercom headset);

2 x mini XLR balanced (for analog audio);

1 x SD card slot;

4 x micro SIM slots;

-Power Supply: Internal 48Wh battery (up to 3 hours), DC input 19V;

Include:

Support and Updates: One year of support and updates to the latest software version.

Aditional battery and charging dock for charging the battery separately from the transmitter.

Pouch bag-ul, compatible with and designed for the transmitter.

Operațiunile de instalare, ajustare, testare;
	
	


	  Anexa nr.23
  la Documentația standard nr._____
                                                                                                                                                                  din “____” ________ 20___
Specificații de preț
	
	[Acest tabel va fi completat de către ofertant în coloanele 5,6,7,8 și 11 la necesitate, iar de către autoritatea contractantă – în coloanele 1,2,3,4,9,10]
	
		Numărul  procedurii de achiziție______________din_________

		Obiectul de achiziției:    Licențe/software pentru transmisii live de știri din teren

			
	Cod CPV

	Denumirea serviciilor
	Unitatea de măsură

	Cantitatea

	Preţ unitar (fără TVA)

	Preţ unitar (cu TVA)

	Suma

fără

TVA

	Suma

cu TVA

	Termenul de 

livrare/prestare 
	Clasificație bugetară (IBAN)
	Discount

%

	1

	2

	3

	4

	5

	6

	7

	8

	9

	10
	11


		Lotul nr. 1 Licențe/software pentru transmisii live de știri din teren
			Termenul de livrare pentru echipamente și operațiunile de instalare, ajustare și testare este de 40 zile de la semnarea contractului
	MD47ML000000002251206328
	
	32224000-9
	1.1. Licență pentru aplicația mobilă + mentenanță
	buc
	1
							
		1.2.Transmitter live
	buc
	1
							
		TOTAL

									
	Semnat:_______________ Numele, Prenumele:_____________________________ În calitate de: ______________

Ofertantul: ___________________             Adresa: ________________________________________________________

			

	

	
	
	


