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BEBEK BEZİ, HASTA BEZİ,HİJYENİK KADIN PEDİ, ISLAK MENDİL, 
BEBEK ŞAMPUANI, BEBEK LOSYONU, BEBEK YAĞI ÜRÜNLERİNİN 
ÜRETİMİ VE SATIŞI

Merkez : Kocatepe Mah. Gümrük İskelesi Cad. Mega Center Apt. 
No:89/ 893 BAYRAMPAŞA İSTANBUL TÜRKİYE
Fabrika : Velimeşe Mah. Hacı Şeremet Cad. No:14 ERGENE TEKİRDAĞ 
TÜRKİYE

MANUFACTURE AND MARKETING OF BABY DIAPER, ADULT DIAPER, 
SANITARY NAPKINS, WET WIPE, BABY SHAMPOO, BABY LOTION AND 
BABY OIL PRODUCTS
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Pine  ® ADULT DIAPER TECHNICAL DATA SHEET           

Product Description 

 Outher Surface  22 gsm, Polyethylene outher surface 

 Appearance  Green or blue color, and registred  Pine  ® logo on it as wetness indicator 

 Inner Surface  %100 PP Spunbonded hydrophilic soft-touch nonwoven 

 Barriers   Extra high, made of SSMMS style hydrophobic nonwoven (prevents leakage) 

 Elastics   800 dtex (400% - 700% elongation) – (3+3) leg elastics, (2+2) barrier elastics 

Side Tapes Adhesive side double tapes 

 ADL   45 gsm, high loft acquisition distribution layer (ADL) with white or green color 

 Absorbency  Super absorbent polymer (SAP) applied in homogenous order in the middle 

Absorbent Core Pine  ® Adult diaper’s absorbent core designed for the best acquisition and 

distribution; this is provided by specific SAP application and hydrophilic ADL 

Dimensions 970mm*780mm for large size, 805mm*650mm for medium size 

 Quality Control  Visual control, and standart rewet tests routinely applied during production  

 Test Method  BASF 3 steps, 200 mL urine-like solution, under pressure, 45 minutes  

 

 

PRODUCTS Weight 

(gr) (+/-3) 

SAP 

(gr) (+/-1) 

Max Absorption 

(mL) 

Max Retention 

(gr) 

Core  

Length 

(cm) 

Total 

Length 

(cm) Medium    (85-125 cm, 50-75 kg) 90 12 900 13 770 970 
 Large         (100-150 cm, 70 kg+) 110 14 1200 12 605 805 
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COUNTRY OF MANUFACTURE : TURKEY

PIECES OF PACK : 7

: U-7

: 10 PACKAGE

1- Airlaid (Contain SAP) 3- Hot Melt 5- Perforated Polyethylene 7-Ink 9-Hydrophilic Transfer Layer

2- Closing Tape 4- Polyethylene 6-Silicon Paper 8-Single Wrap

TARGET AVERAGE 
TEST RESULT 

MAX. 

TEST RESULT 

MIN.

PAD GRAMAJ 6,06  (±1 gr) 6,06 gr 7,05 gr 5,89 gr

ULTRA PAD DIAMETER 165 (± 5 mm) 165 mm 166 mm 163 mm

ULTRA PAD LENGHT 285 (± 5 mm) 285 mm 288 mm 280 mm

TEST PARAMETERS RESULT

Classification Approved

Approved

Approved

Approved

Porous fabric Approved

Base layer Approved

Approved

Approved

ABSORBENCY (LIQUID) 36 ml

ABSORPTION TIME 8 seconds

PH 6,5

Absorbency Capacity (ml) 36 ml

ANAEROBIC/AEOROBIC BACTERIA 

COUNT(cfu/mg)
Absent

STAOHYLOCOCCUS AUREUS(cfu/mg)
Absent

CANDİDA ALBICANS(cfu/mg)
Absent

PSEUDOMONAS 

AUREGINOSA(cfu/mg)
Absent

E-COLI(cfu/mg)
Absent

Adhesive tapes
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The adhesive shall leave no traces on clothes when the pad is removed.

Overall absorbency shall not be less than 30 ml /pad

≤15 seconds

Ph shall vary between 5,5 and 9,5 according to International Standart ISO 6588-1

≤10 cfu/mg

This fabric, if present shall be placed between the filling and outer layer.

Shall be a thin layer of plastic or any other leak-proof material that is placed at 

the back side of the pad.

No Leakage

Not Found

Not Found

Not Found

Not Found

RESULT OF ANALYSES

RESULT OF ANALYSES

ACCEPTANCE LIMITS

All materials used in the sanitary pad manufacture shall have no harmful effect 

during normal use.

Filling

shall be made of an absorbent material which gives a feeling of comfort during 

use.

shall be  free of protrusions, oil spots, dirty, or any other foreign matter, and 

shall have no harmful effect.

shall be arranged in a way to allow the distribution of menstrual flow in the 

absorbent material, and prevent it from leaking to any side.

One or several lines of adhesive substances shall be made on the backt of the 

pad to secure it in place on the underwear when used. The adhesive shall be 

covered with a protective cover.

As a result of the below analysis, it has been seen that   ''MADAM CORINNE '' LONG Ultra Pads doesn't contain any harmful substance to human health and 

this product is produced following row materials.

DATE OF PRODUCTION                              : 20.05.2020

EXPIRATION DATE : 20.05.2025

LOT NO

THE AMOUNT OF SAMPLE FOR TESTING 

DATE OF QUALITY TEST : 20.05.2020

LABORATORY NAME : BABY DIAPER and SANITARY PAD - QUALITY CONTROL LABORATORY

CERTIFICATE OF ANALYSES

'MADAM CORINNE '' ULTRA PAD -  CERTIFICATE OF ANALYSIS

NAME OF MANUFACTURER 

NAME OF PRODUCT : ''MADAM CORINNE ''   ULTRA  LONG 7x48

SIZE                                        : LONG
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