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5803.101
Pipettes, Graduated, Mohr, 
Class 'A' with Batch Certificate

• Compliance with DIN ISO 835 standard with colour code.

• Class 'A' with Batch Certificate.

• Printed in Amber colour.

• These pipettes are graduated for delivery from zero mark to
the last graduation mark.

Chemical
Resistant

Class

A

10mL

A
0.1
Ex

20°C
±0.05mL

ISO 835

10

Pack ofCat. No. Capacity (mL)
Graduation 

(mL)

Tolerance 

(±mL)

 5803.101.01 0.1 0.01 0.006 10
 5803.101.02 0.2 0.01 0.006 10
 5803.101.03 0.5 0.02 0.006 10
 5803.101.04 1 0.01 0.007 10
 5803.101.05 2 0.02 0.010 10
 5803.101.06 5 0.05 0.030 10
 5803.101.07 10 0.10 0.050 10
 5803.101.08 25 0.20 0.100 10

10mL

A
0.1
Ex

20°C
±0.03mL

ASTM E 1293

10

5803.103
Pipettes, Graduated, Mohr, 
ASTM Class 'A'

• Compliance with ASTM E 1293 standard.

• With individual Class 'A' Certificate.

• Printed in Amber colour.

• These pipettes are graduated for delivery from zero mark to
the last graduation mark.

Chemical
Resistant

Class

A

Pack ofCat. No. Capacity (mL)
Graduation 

(mL)

Tolerance 

(±mL)

 5803.103.01 1 0.10 0.01 10
 5803.103.02 1 0.01 0.01 10
 5803.103.03 2 0.02 0.01 10
 5803.103.04 5 0.05 0.02 10
 5803.103.05 10 0.10 0.03 10
 5803.103.06 25 0.20 0.05 10

5803.102
Pipettes, Graduated, Mohr, 
Class 'B'

• Compliance with DIN ISO 835 standard with colour code.

• Accuracy as per Class 'B'.

• Printed in Amber colour.

• These pipettes are graduated for delivery from zero mark to
the last graduation mark.

Chemical
Resistant

Class

A

10mL

B
0.1
Ex

20°C
±0.10mL

ISO 835

10

Pack ofCat. No. Capacity (mL)
Graduation 

(mL)

Tolerance 

(±mL)

 5803.102.01 0.1 0.01 0.01 10
 5803.102.02 0.2 0.01 0.01 10
 5803.102.03 0.5 0.02 0.02 10
 5803.102.04 1 0.01 0.01 10
 5803.102.05 2 0.02 0.02 10
 5803.102.06 5 0.05 0.05 10
 5803.102.07 10 0.10 0.10 10
 5803.102.08 25 0.20 0.20 10
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