KARDEMIR KARABUK DEMIR GELIK SANAYi VE
TICARET A.S.

EN 10204 STANDARDI MADDE 3.1'E GORE MUAYENE SERTIFIKASI
THE INSPECTION CERTIFICATE ACCORDING TO EN 10204 CLAUSE 3.1

KALITE GUVENCE METALURJi VE LABORATUVARLAR MUDURLUGU
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-Cev=C+Mn/6+(Cr+Mo+V)/5+(Ni+Cu)/15

-Kimyasal ve mekanik 6zellikler ve Ces ve kullanilan malzeme yapi kirisleri igin
uygundur. (Chemical and mechanical values Ceq and using material suitable
for construction beams.)

-Bu sertifikadaki malzeme yukarida verilen standart ve ayni zamanda yukarida
bulunan siparis numarasina ait ihtiyaglan karsilamaktadir. (Wehereby certify
that the material has been made and tested in accordance with the above
specification and also with the requirements called for by the above order.)

-Radyasyonlu igerik bulunmamaktadir.(Free from radioactive contamination.)
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Miisteri Adi ] . ; Uriin )
Customer Name : KROMAN CELIK SANAYT A S. Product : NPU 180 S275JR_00 12000 PROFIL
Firma Kodu . Anma Gapi .
Customer Code : (1020003 Nominal Diameter : 0,00
Siparis No . Kalite .
Order No L2132 Quality : S275JR
irsaliye No . Adet ]
Bill of Parcels No 0030398929 Piece 1|2
Uriin Kalite Standardi i Agirlik (ton) . 12332
Standard of Grade Weight : ’
Uygunluk Degerlendirme Standardi Dokim No . 2411377
Standart of Assessment of Comformity | -~ Heat No :
Test Standardi :
Test Standard ASTM E- 415
% % % % % % % % % % % % % % % % % % % % %
C Mn Si S P N Cr Ni Cu Mo Vv Ti As Sn Sb Al Nb Cev B Zr Pb
0,10 | 1,02 | 0,16 | 0,006 | 0,019 | 0,006 | 0,03 | 0,034 | 0,036 | 0,004 | 0,005 | 0,000 |0,0098|0,0031(0,0013]0,0030(0,0011| 0,28 {0,0001|0,0015|0,0002
MEKANIK OZELLIKLER
MECHANICAL PROPERTIES
Test Standardi: Test Standardi: Test Standardi :
Test Standard Test Standard Test Standard
. Vurma Dayanimi
Cekme Muk. | Akma Muk. Uzama Kesit
. . : Impact Strength
Tensile Yield Strength | Elongation Daralmasi ..
Strength (N/mm?2) Reduction of Bukme +S A Ortam Sicakhg
" Bending (HBW) | (HBW) | Ortam Sicakligi Ortalama
(N/mm2) Area Ambient 1 2 3
(%) W) W) J) Average
LO % ° Tempﬂerature W)
(C)
434 304 5d 34 - - - - 23,0 142 137 130 136
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Date: 2025.01.21 12:33:41 EET
Reason: MoldSign Signature
Location: Moldova
[ MOLDOVA EUROPEANA |
ACIKLAMALAR explanations ONAYLAYAN APPROVED BY

Kalite Metalurji ve Laboratuvarlar Miidiirii (V)

Quality Metallurgy and Laboratory Manager (V)
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KalDer

FRM.KY.0455 Profil-Pilatina Mamulleri Test Sertifikas1 Profile and Paltina Mill's Test Certificate
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