
          Anexa nr. 1 
la caiet de sarcini

Specificaţii tehnice  

Numărul procedurii de achiziție: ocds-b3wdp1-MD-1634906505632 din 22.10.2021 
Obiectul achiziției: Generatoare industriale și staționare insonorizate (procedură repetată) ___________________ 

Denumirea 
bunurilor 

Denumirea 
modelului 
bunului 

Ţara de 
origine 

Producătorul Specificarea tehnică deplină solicitată de 
către autoritatea contractantă 

Specificarea tehnică deplină propusă de 
către ofertant 

Standar
de de 

referinţă 
1 2 3 4 5 6 7 

Bunuri 
Lotul 1 Generator cu puterea de 55 kVA  (locul livrării: str. Doina, 102, mun. Chișinău) 

Generator cu 
puterea de 55 kVA FR-55 Turcia FULL 

Generator 

-tensiunea de alimentare – 400V, 50 Hz;
- tipul carburantului – motorină;
-puterea maximă (kVA) – 55 kVA;
- puterea maximă (kW) – 44 kW;
- tensiunea – 220/380 V.
Termen de garanție: min. 12 luni de la data
punerii în funcțiune.
Locul livrării: str. Doina, 102, mun.
Chișinău

-tensiunea de alimentare – 400V, 50 Hz;
- tipul carburantului – motorină;
-puterea maximă (kVA) – 55 kVA;
- puterea maximă (kW) – 44 kW;
- tensiunea – 220/380 V.
Termen de garanție: min. 12 luni de la
data punerii în funcțiune.
Locul livrării: str. Doina, 102, mun.
Chișinău

Lotul 2 Generator cu puterea de 41 kVA 

Generator cu 
puterea de 41 kVA FR-41 Turcia FULL 

Generator 

-tensiunea de alimentare – 400V, 50 Hz;
- tipul carburantului – motorină;
-puterea maximă (kVA) – 41 kVA;
- puterea maximă (kW) – 33 kW;
- tensiunea – 220/380 V.
Termen de garanție: min. 12 luni de la data
punerii în funcțiune.
Locul livrării: str. Gavrilov, 99 A, mun.
Comrat.

-tensiunea de alimentare – 400V, 50 Hz;
- tipul carburantului – motorină;
-puterea maximă (kVA) – 41 kVA;
- puterea maximă (kW) – 33 kW;
- tensiunea – 220/380 V.
Termen de garanție: min. 12 luni de la
data punerii în funcțiune.
Locul livrării: str. Gavrilov, 99 A, mun.
Comrat.

Lotul 3 Generator cu puterea de 55 kVA (locul livrării: str. Tighina, 34, mun. Chișinău) 

Generator cu 
puterea de 55 kVA FR-55 Turcia 

FULL 
Generator 

-tensiunea de alimentare – 400V, 50 Hz;
- tipul carburantului – motorină;
-puterea maximă (kVA) – 55 kVA;

-tensiunea de alimentare – 400V, 50 Hz;
- tipul carburantului – motorină;
-puterea maximă (kVA) – 55 kVA;



- puterea maximă (kW) – 44 kW;
- tensiunea – 220/380 V.
Termen de garanție: min. 12 luni de la data
punerii în funcțiune.
Locul livrării: str. Tighina, 34, mun.
Chișinău

- puterea maximă (kW) – 44 kW;
- tensiunea – 220/380 V.
Termen de garanție: min. 12 luni de la
data punerii în funcțiune.
Locul livrării: str. Tighina, 34, mun.
Chișinău

TOTAL 

Semnat: _______________ 
Nume: Mihalachi Alexandru
În calitate de: Director executiv
Ofertantul: SC “PROMO-SOLUȚII” SRL 
Adresa: Rep. Moldova, mun. Chişinău, str. Uzinelor 90 of. 207 Data: 
04.11.2021 



G e N e R A T O R 

FR41

Engine: RiCARDO Engine 

Model : K4100-ZD 

Stand By kVA: 41 

Stand By kW : 33 

Prime kVA: 37 

Prime  kW : 29,6 

Rated Current: 53,3 

SPECFICATIONS 

Engine Sound Proof Canopy and Chassis 

- RICARDO heavy duty diesel engine - Convenient design for easy lifting and carrying

- 12V starter and charge alternator - High standard sound proof canopy design

- Replaceable air, fuel and oil filters - Modular design with easily removable nuts - bolts

- Mechanical governor control - Lockable doors

- Tropical type radiator - Transparent window for watching Control Panel

- Flexible fuel hose - Electrostatic powder painted, providing protection against harsh

- Oil drain valve and extension hose weather conditions

- Industrial type silencer and steel compensator - Emergency STOP button

- Maintenance-free starter battery - Fuel tank inside the chassis

- Water jacket heater - Anti-vibration wedges (engine - chassis and chassis - ground)

- 1500 rpm engine speed

Alternator Optional 

- IP 21-23 Protection Standard - Thermal magnetic CB (for automatic models)

- H Insulation Class - Super Silent Canopy

- 50 Hz Frequency - Mobile Generator Sets

- 4 pole brushless synchronous type alternator - Automatic fuel filling system

- Automatic Voltage Regulator (AVR) - Synchronization panel

- 400/230V AC Output Voltage - 1500 rpm - 3 Pole and 4 Pole ATS (Automatic Transfer Switch)

- Fuel Heater, Oil Heater

- External fuel tank and automatic fuel filling system

- Fuel - water separator filter

- Remote monitoring and control system



ENGINE 

Engine 

Engine Model 

Number of Cylinders 

Injection System 

Compression Ratio 

Bore 

Strok 

Displacement 

Air Intake 

Speed (RPM) 

Oil Capacity 

Standby Power 

Prime Power 

Fuel Type 

Governor System 

Cooling System 

Coolant Capacity 

Fuel Consumption (It/ h) 

ALTERNATOR 

Frequency 

Power 

Voltage 

Number of Phases 

Automatic Voltage 

Regulator (A.V.R.) 

L 

L 

kw/ Hp 

kw/ Hp 

L 

L 

L 

L 

Hz 

kVA 

V 

RiCARDO 

K4100-ZD 

4 lnline 

Direct 

19:01 

100 

115 

3,61 

TURBO 

1500 

13 

36 I 48,27 

32 I 42,91 

Euro Diesel 

Mechanical 

Water Cooling 

15 

Full Load 9,6 

%75 LOAD 7,2

%50 LOAD 4,8 

41 

230 I 400 V 

3 

AS440 





G e N e R A T O R 

FR 55 

Engine: RiCARDO 

Engine Model : WD100-45 

Stand By kVA: 55 

Stand By kW : 44

Prime kVA: 50 

Prime kW : 40 

Rated Current: 72 

SPECFICATIONS 

Engine Sound Proof Canopy and Chassis 

- RICARDO heavy duty diesel engine - Convenient design for easy lifting and carrying

- 12V starter and charge alternator - High standard sound proof canopy design

- Replaceable air, fuel and oil filters - Modular design with easily removable nuts - bolts

- Mechanical governor control - Lockable doors

- Tropical type radiator - Transparent window for watching Control Panel

- Flexible fuel hose - Electrostatic powder painted, providing protection against harsh

- Oil drain valve and extension hose weather conditions

- Industrial type silencer and steel compensator - Emergency STOP button

- Maintenance-free starter battery - Fuel tank inside the chassis

- Water jacket heater - Anti-vibration wedges (engine - chassis and chassis - ground)

- 1500 rpm engine speed

Alternator Optional 

- IP 21-23 Protection Standard - Thermal magnetic CB (for automatic models)

- H Insulation Class - Super Silent Canopy

- 50 Hz Frequency - Mobile Generator Sets

- 4 pole brushless synchronous type alternator - Automatic fuel filling system

- Automatic Voltage Regulator (AVR) - Synchronization panel

- 400/230V AC Output Voltage - 1500 rpm - 3 Pole and 4 Pole ATS (Automatic Transfer Switch)

- Fuel Heater, Oil Heater

- External fuel tank and automatic fuel filling system

- Fuel - water separator filter

- Remote monitoring and control system



ENGINE 

Engine 

Engine Model 

Number of Cylinders 

Injection System 

Compression Ratio 

Bore 

Strok 

Displacement 

Air Intake 

Speed (RPM) 

Oil Capacity 

Standby Power 

Prime Power 

Fuel Type 

Governor System 

Cooling System 

Coolant Capacity 

Fuel Consumption (It/ h) 

ALTERNATOR 

Frequency 

Power 

Voltage 

Number of Phases 

Automatic Voltage 

Regulator (A.V.R.) 

RiCARDO 

WD100-45 

4 lnline 

Direct 

19:01 

100 

115 

L 3,61 

TURBO 

1500 

L 13 

kw/ Hp 49 / 65,71

kw/ Hp 45 / 60,34 

Euro Diesel 

Mechanical 

Water Cooling 

L 15 

L Full Load 11,5 

L %75 LOAD 8,6

L %50 LOAD 5,75 

Hz 

kVA 55 

V 230 I 400 V 

3 

AS440 





GERTIFICATE
of product conformity

Certificate NO: 2020-PTC-1 863

PTC Technical Inspection and Gertification
ATTESTATION OF COMPLIANCE

(UYGUNLUK ONAY|)

The technical file and test results of the following product have been checked and found in compliance with
Parliament and*counci I Di rective 2006 | 42lEC Machi nery Di rective.

Teknik dosya ve test raporlarr incelenerek,belirtilen iirUnUn Avrupa Birligi Teknik Komisyonu tarafrndan yayrnlanan
20061421 AT Makina Emniyeti Y6netmeligine uygunlugu saptanmrgtrr.

Manufacturer(Uretici) : ToPguLAn eNoUsrniYel Uaeriu ve vnnntm eNoruiu giRKETi

Abdurrahmangazi Mah. Ebubekir Cad. lmamollu Sok. No:2c/2 Sancaktepe / ISTANBIJL

Applicant(Bagvuru Sahibi) : TOPQULAR ENDUSTR|YEL URET|M vE YAilatM lttotiu giRKETi

Abdurrahmangazi Mah. Ebubekir Cad. lmamollu Sok. No:2c/2 Sancaktepe / ISTANBUL

Product(Urtin) : DIESEL GENERetOn I OiZel JENERAToR

Trademark(Marka) : FULL

Type / Model(Tip Model): FR SERIES OPEN TYPE GENSET tTkVA to 220kVA: FR-l7E - FR-220E (FR SERISI AglK TIP
JENERATOR SETI tTkVA - 22OkVA ARASI) ;fR SERIES SILENT wPE GENSET {7kVA to 22okvAi FR-I7G - FR.22OC (FR sERisi sEss|z TiP
JENERAToR sEri rzrva - zzorvA ARAsr) ; Fc sERrEs opEN wpE GENSET 3okvA to r000kVA: Fc-3oE - Fc-{oooE (Fc sERlsl AgrK Tlp
JENERAToR sEri sorve - loookvA ARAst) ; Fc sERtEs S|LENT rypE GENSET 3okvA to toookvA: Fc-3oc - Fc-{oooc (rc senlsl sEsslz rlp
JENERAToR sETl 30kvA - 1000kvA ARAst) ; FP SERIES oPEN wPE GENSET {0kvA to loookvA: Fp-loE - Fp-1oooE 1re senisi eglx rip
JENERAToR Seri tOkVA - tOO0kVA ARAST) ; FP SERTES STLENT TYPE GENSET lokVA to 't000kVA: FP-tOC - FP-iOOOC (rp SenlSl SESSIZ TIP
JENERAToR sEri torvn - ioookvA ARAst) ; FG sERlEs opEN TypE GENSET 22okvA to t000kVA: Fc-220E - FG-toooE (FG sERlsl AgtK Tlp
JENERAToR sETi 220kvA - 1000kvA ARAST) ; FG SERIES S|LENT wPE GENSET 22okvA to loookvA: Fc-220c - FG-1oooc (rc senisi sessiz rip
JENERATOR sETl 22okvA - 'roookvA ARAS|) ; FN sERrEs opEN TypE GENSET rTkvA to {rokvA: FN-l7E - FN-{l0E 1rru senisi AgtK Tip
JENEMToR sETl izkvA - 11okvA ARAsr) ; FN sERtEs S|LENT wpE GENSET iTkvA to ttokvA: FN-{7c - FN-fioc (FN sERlsl sEsslz rlp
JENERATOR SETI {7KVA - ,I,IOKVA ARASI)
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Test Report No(Test Rapor Nu) : 2019-PTC-0288

Base OfAttestation(Onay Dayanagr): TS EN 60204-1, TS ISO 8528-12, TS ISO 8528-5, TS EN ISO 8528-{3, TS EN ISO 1210012010

www.ptctesting.com

lD NO : 26120{9

Sertifika, belirtilen UrUnUn/UrUnlerin test edilmesinden ve / veya teknik dokUmantasyonun denetlenmesinden sonra verilir
ve test edilen UrUnUn, belirtilen direktiflerin zorunlu koruma gartlanna g6nUllii olarak uygun oldqgunu onaylar.

The certificate is issued after testing of the named producUs and/or audit of the technical documentation and confirms that
the tested product complies with the essential protection requirements of the mentioned directives on a voluntary basis.

Diger ilgili standartlara ve direktiflere uyulmahdrr.Bu onay Ureticinin uygunluk beyanr dUzenleme zorunlulugunu ortadan
kaldrrmaz. Referans teknik dosya ile UrUnUn yukanda belirtilen AT Direktiflerinin temel gereklerine uygunlugu kabul
edilir.

The referred technicat file(s) sfiows that the product complies with standard(s) recognized as giving presumption of
compliance with the essential requirements listed EU Directive(s) above,other relevant Directives and standarts have to
be observed.This attestation does not abrogate the compulsory obligation of the manufacturer to issue the declaration of
conformity

Date /Tarih : 25.11.2O20

fssue Date / Basrm Tarihi :25.11.202O

Expiry to /-e Kadar Gegerli i 25.11.2021
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Date: 27.08.2021 

Dealer Authorization Certificate 
 

Official Authorization Between 

(S.C. PROMO-SOLUTII SRL) 

and 

(Topçular Endüstriyel Üretim ve Yatırım A.Ş.) 

This Official Authorization(OA) sets for the terms and understanding between the S.C. PROMO-SOLUTII SRL 

and the Topçular Endüstriyel Üretim ve Yatırım A.Ş. to establish dealership agreement in Republic of Moldova! 

Dealership agreement has been claimed by S.C. PROMO-SOLUTII SRL in order to set up dealership agreement 

in 2021. We as Topçular Endüstriyel Üretim ve Yatırım A.Ş. is committing and declaring to work with              

S.C. PROMO-SOLUTII SRL only in Republic of Moldova by the time signing this DA. 

Both parties will review activities at the end of 2021 and If both parties will accept, exclusive distributorship, 

authorization for service engine and alternator manufacturer of generators Topçular Endüstriyel Üretim ve 

Yatırım A.Ş., contract will be continue for 2022. 

This DA is at-will and may be modified by mutual consent of authorized officials from S.C. PROMO-SOLUTII 

SRL and Topçular Endüstriyel Üretim ve Yatırım A.Ş. This DA shall become effective upon signature by the 

authorized officials and will remain in effect until modified or terminated by any one of the parties by mutual 

consent. 

 

Contact Information 

S.C. PROMO-SOLUTII SRL 

Alexandru Mihalachi 

CEO 

Phone: (+373) 79-32-91-34  

e-mail: director@etop.md 

 

Topçular Endüstriyel Üretim ve Yatırım A.Ş. 

Abdurrahmangazi Mah. İmamoğlu Sk.C Blok No: 6 

34887 Sancaktepe/İstanbul 

Director _______________________ 
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