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Sfobie/asf@ 5131.87

PreClelCeseriple!.i

Solvent free moisture curing on component polyurethane binder with good
long-term elasticity. Sfobierasa@ St3t.87 is designed for the production of
elastic layers for sport surfaces. lmproved open time formulation.
Main recommended use; Porous Sport System with EPDM topping.

Tvpical Droperties :

lAppearance
lDrN 52002 -l-lllTol"'llr!:'*11
loensitylglim"l !at 20t

1.O7
tDlN 53217

'viscosity [mPa.s]
:DtN 53018/l+2

at 20t 4700

Field of aoplication:

To lay rubber surfaces, with a paving machine; the rubber granules must be
mixed thoroughly with the binder in an appropriate mixer during 3 at smin The
quality of the finished surface depends also on the correct choice of EPDM

SBR rubber granules used. Ensure that the rubber granules

compatible with the glue; dry and having a regular size distribution and
e The lowest dust content.
e A low amount ofllne particles

Unsuitable rubbers will reduce, or even prevent curing of the

The air & ground temperature must be between +10C
The substrate must be dry and free from dust, oil
obtain optimum adhesion, the primer should be
effected by the rain.
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The film is not Uvlight resistant and it can
using light EPDM granules.

Curino profile:

Curing takes place at ambient temperature
moisture. Higher temperatures and moisture
surface can be walked on after 36 - 48 hours
after 3 - 5 days. The temperature must not fall

cause the change of colour by

by reaction with atmospheric
will shorten the cure time. The
at 20'C. Full curing is achieved
below 10C during curing.

Precaution :

Material safety data sheet should be red very carefully before use. primer
should be chosen according to the underground.

Packaqinq:

220 kg drums, Others size on request.

Storaqe life:

The product must be protected against humidity. Do not store at temperature
below + '10C and above 30C. 15 - 25C is the most favourable storaoe
temperature,

S!e!j!!!v.i
Original closed drums stored between 10 - 30C; pro tected against frost and
humidity: storage stability 6 months .
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This publishing rsplacgs all tufth€r bull6lin6. Th6 €cohmendations conlai.6d in the pEsenl sheet are made without
guaEntee io lhe best oi our kndledge lrue and accuale.
The indi€tions given in our technicaldala sheets ae gen6El €comnendations of us€ and applicalion and cannol take inlo
acolnt the specific data !o €ch p6t, machine or sile.
The buyer oI our producls is €sponsible ir lhek applicalion or lransiormalion. A notice ot legal requiremenls has lo b€
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SYOCKMKIER
URETHANES

Sfobie/asl@ 5100.00

Product description:

A low viscosity, moisture curing one component polyurethane primer with good
long term elasticity. The material contains solvent.
Saobierasl@ S 100.00 is designed for treating asphalt and concrete surfaces.

Tvoical oroperties at 20'C:

lViscosity [mPa.s] at 20'C

PUe91911L-.
: Flash point 'C
iDrN 52 78!

25r10

32

Curinq:

Curing takes place at ambient temperature by evaporation of the solvent and
reaction with atmospheric moisture. Higher temperatures and moisture will
shorten the cure time. The next coat made of rubber granules and binder (for
example) is applied when the primer is tacky. Do not wait complete curing of
the primer. In order to use this primer for compact systems with two
components elastomers, it is necessary to wait for the evaporation of the
solvent and the beginning of the curing.

Application quidelines:

The surface
fall below +

Application:

will be clean, dry and free from grease. Temperature should not
10'c .

The application is done by airless or low-pressu
brush or a roller is also an alternative.
The surface can be over coated while the primer is
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Material consumption :

0,1 - 0,2 kg/m, . Exact quantities depend on surface type.

Precautioni

Material safety data sheet should be red very carefully before use.

Packaqinq:

200 kg drums. Other sizes on request.

Storaqe life:

The product must be protected against humidity. Do not store at temperature
below + 10'C and above 30"C. 15 - 25'C is the most favourable storage
temperature.

Stabilitv:
Original closed drums stored between 10 - 30'C; protected against frost and
humidity : storage stability 6 months .

This product complies with Dieclive 20041421EC on lhe limiiation of emissions of Volatile organic
Compounds due to the use oforganic solvents in certain paints and vamishes,
EU limit value for this product (cat. A i j): 550 g / I (2007) -500 g / | (2010):
This product contains max 500 g /l VOC.

!g!iss:
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The indi@lions givon in ow i€chnical dala sheeis ar6 gone€l rscommendations of $s and application

account lhe s9ecifc dala lo each oosl, machine or site.
The buyer oi our products is €sponsible forlheir application oriEnsfomalion. A nolice of legal
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Descrierea procedeului de fabricatie a sistemului
Alsatan@ P

Sistemul Alsatan@ P este un sistem poroas multifunctional care
poate fi de diferite grosimi ( de exemplu 8+8 mm sau 10 + 10

mm)
Descrierea detaliata nentru consumul individual de oroduse
si de cauciuc pot li regasite ip Fisa produsului si Fisa lebpica
a Drodusului Alsatan@ P. pentru fiecare Drodus in Dart€.
Toat€ informatiile din Fisa tehnica a fi€carui produs trebuie
IjqEjgg Acest document este creat ca un ghid sumar.

Procesul de fabricatie se realizeaza in 3 pasi :

I ) Pregitirea suprafelei / aplicarea amorsei: Suprafa{a (piata
concasata sau asfalt) trebuie sd fie curata !i uscata. Pentru piatra
nu este nevoie de amorsaj. Asfaltul sau betonul trebuie amorsate.
Primerul S!p!49@_!_!!l!!! se aplicd cu echipament
corespunzdtor de pulverizare in vid. Stratul de bazi trebuie si
Iie adaugat (etapa 2), ln timp ce amorsa este inca lipiciosa (in
stadiul umed). Stratul de baza trebuie sa fie adaugat in maximum
24 de ore de la aplicarea amorsei, iar timpul de asteptare pentru
solidificarea lui poate fi intre 3-5 ore, in functie de temperatwa si
umiditate.

: Ploaia Doate determina
cazul in care amorsa a fost afectata de ploi. statul de baza nu

va trebui si fte adaugat! In schimb, betonul trebuie sd se usuce qi

aolicarea amorsei trebuie reDetata.

2)Stratul de baza : Granulele de cauciuc (cauciuc reciclat) 9i
liantut@sunt
amestecate intr-o magind speciala (detaliile despre raportul de

amesteoare se gasesc in figa produsului Alsatan@ P). Amesteoul

este apoi tansportat pe teren cu o masina speciala. Amestecul este

apoi pavat cu o maEind de pavaj adecvata sau manual. Pentru a

se asigura netezirea suprafatei, aceasta trebuie sa fie indreptata
cu echipamont de rulare adecvat gi / sau compactat sau cu mistria
incdlzita. In functie de tempertaura si umiditate intadrea stratului
de baza dtxeaza intre 12-48 ore. Dupa acest interval se poate

aDlica stratul de uzura.
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3) Stratul de uzura: Granulele de cauciuc (cauciuc reciclat ) !i
liantul Slqbielast@ S 135.00 sau Stobielasr@ S 133.00 sunr
amesteoate intr-o ma$ina speciala (detaliile despre raportul de
amestecare se gasesc in fiqa produsului Alsatan@ P) . Amesteaul
este apoi ftansportat pe teren cu o masina speciala. Amestecul est€
apoi pavat cu o magini de pavaj adecvata sau manual. Pentru a
se asigura netezirea suprafatei, ac€asta trebuie sa fie indreptat cu
echipament de rulare adeavat Ei / sau compactat sau cu mistria
incilzita. In functie de tempertaua si umiditate intarirea stratului
de uzua dureaza inte 12-48 ore.

Noti: Standardele MDI sau MDI /mI nu sunt o gaxartie pentru
rezistenta liantilor la lumind Ei ar putea duce la schimbdri de
culoare nedorite ale suprafeJei atunci cand sunt instalati impreuna
cu cauciucul EPDM de culori sensibile flumina). Pentu a evita
acest lucru, vd recomandam sA instalafi sffatul de uzura cu fiani
rezistenti la lumini, cum ar fi S!@!9!@._S_15.!J9. De
asemenea, va rugam sa consultati regulamentul nostru cu privire
la utilizarea de lianti rezistenti la lumind sau servicul nostru tehnic
de relatii cu clientii.
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unirubber el$
FORMULARZ F-G2 03

Karta techniczna granulatu
TechnicalData Sh€et

Data wvdan'a 09.06.2017

Nawien.hnie sportow. tj, boiska, bteinie, kortytenisowe, bezpiedne ptacezabaw,
podrosi, posadzkr {wzalerndci odrrak.iil,
Dep<ndinq an the Atuih stze: sport fields, snottpn he5, tuhhinq
trucks, tehhjs coutts, ploygnunds, swinhi.g p.aG, tenoces, indau ond outdaor flaating

Mleranka na barie kaueukdwtyp0 EPoM.

Avaible in 24 stdhddtd c.lau.s.

Wlasroi.i f izyczne t.hemknel

w),tnymaloid n. ror.iaganie

wydluienle p chwili z€Nanit

Maeszanina r6invch ksztalt6w, @qsrecikl sraclokelne Ikubiene, hekeasonahel.

Mi',tute al dtfle@nt stze, cubi.ot potti.16.

wor*iw€nlylowe | 25 k3lub Blc-Bag i 1 000 kg na d.ewniantch paleta(h owymiaEch

PE votve sock 25 kg eo.h ot b,q bogs 1aa0 kg ploced oh d waaden pa et aI.limension al

N. tvaenie produkl dostQpnyeklasie niepalno3ciCn -51

z.lecamy stosowanle alifalycznych :ywk poliuGlanolwch w celu !nikniecia
ewenlualnyrhodbatuien nawier4hni Fo .zasie ekspozy.jina promienie sloneczre
we rccannend usinq al oliphati. ftsins/bindes becoug of the p.$ibiliV of
dhcalantion an the suiace dtet e,pasurc ta suntisht
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Internet : www.stockmeier.com
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Sfobielasl@ 5131.09

Product description:

Solvent free moisture curing Shockpad Binderwith good long-term elasticity.
Stobierast@ St3t.09 is designed for the production of base layers for sport
surfaces, using a'pavea. Soft binderwith an improved 'open time'.
Use: ALSAIAN@ EL shock pads type for artificiat grass.

TvDical oroperties :

Light amber liquid

ar.'l .08

4600 l 1000

Field of application:

To lay rubber surfaces, with a paving machine; the rubber granules must be
mixed thoroughly with the binder in an appropriate mixer during 3 at smin. The
quality of the linished surface depends also on the correct choice of EPDM or
SBR rubber granules used. Ensure that the rubber granules are fully
compatible with the glue; dry and having a regular size distribution and :

e The lowest dust content.
e A low amount of fine particles

Unsuitable rubbers will reduce, or even prevent curing of the binder..

The air & ground temperature must be between +10'C &
The substrate must be dry and free from dust, oil a
obtain optimum adhesion, the primer should be
affected by the rain.
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curing orofile:

Curing takes place at ambient temperature by reaction with atmospheric
moisture. Higher temperatures and moisture will shorten the cure time. The
surface can be walked on aftet 24 - 36 hours at 20'C. Full curing is achieved
after 3 - 5 days, The temperature must not fall below 10'C during curing.
The cured film is not Uv-light resistant and it can cause the change of colour
by using light EPDNI granules.

Precaution:

Material safety data sheet should be red very carefully before use. Primer
should be chosen according to the underground.

Packaqinq:

220 kg drums. Others size on request.

$lgrereJre:

The product must be protected against humidity. Do not store at temperature
below + 10'C and above 30'C. 15 - 25'C is the most favourable storaqe
€mDeralure.

Stabilitv:
Original closed drums stored behveen 10 - 30'C; protected against frost and
humidity : storage stability 6 months .

!.g!Eei
Thls publishing rsplsc€s all tu.ther bullguns. The Ecommendations conlained in the p6s€nt sheet a€ nade withoul

guaEnt€6 10 lhe best ot our kn@l€dge lrue and accurat€
ihe indi€rions given in olrlehnicaldata sh€ets a€ geneEl cconmendations oj us6 and application and €nnot t'k€ into

accounl lhs specilic data lo €ach posl, machine or site
The buvsr oiou. producl6 is r€sponsible lor h€n appli@tion or lransiomallon A nolico ol legal r€ql]iemenls has lo be
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STOCKMEIER URETHANES Fronce SAS

zl Est 8 rue de l'lndustrie
F-68700 Cernoy
Tel. : + 33 l0l3 89 75 70 70
Fox : + 33 {013 89 Z5 70 81
o-Moil : urethqnes.fr@stockmeier.com
Inl,ernet : www.stockmeier.com
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Sfobielast@S/66

Product description:

UV and weather resistant two component polyurethane line marking paint wlll\ good
long term elasticity and abrasion resistance. The material contains solvent. This system
is especially suited for all synthetic spods and playing surfaces.

Tvpical prooerties:

, Density [g/cm3l -20'C ]l
I DtN 53217
t''----''-.
'Viscosity [sec.l [20"C1 I

DIN coupe 4 mm

Mixing ratio

polyol / isocyanate.

1.00 l
l

40

':-l:,
by weight

'Flash point in "C
DrN 51 584

@

s166.01 ,:::_,tGe!
.., .. .,9199.10I sroo,zr
i s166.23

Keo
Yellow

E'tue

Green

s166.34
s166.55
s t66.97

egufej
Approximately 2 hours at 20"C. The potlife can be shortened
temperature. The pot life can be shortened by increasing the products te

gsilsi
The sealing lacquer dries by solvent evaporation and chemical reaction between
resin and hardener. At 20'C curing takes place approximately as followsr 112
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Dust free 1.5 .2 hours

3 - 4 hoursTouch dry

env. 24 hours

2-3days

Processinq and application:

In order to obtain an optimum adhesion, the substrate must be dry, clear and free
from grease. The hardener must be stirred into the resin component very carefully
according to the indicated mixing ratio.
Mainly used by roller the application of the sealing lacquer could be done by
spraying with an airless device. The ground and ambient temperatures should not
be below +10"C .

Material safety data sheet should be read very carefully before use.

ConsumDtion:

ar. 80 ml / kg for single coat applications..
ar. 50 ml / kg for two-coat applications.

lHandball , Volleyball Basketball Tennis Badmington

sl66.23 S166.34 5166.55 5166.97 5166.01

-102
2

3

Packaqinq:
Predosed kits of 0,9 kg [0,64 /A+0,26 /B] or 4,5 kg [3,2 iA+1,3 /Bi.

Storaqe life/ stabilitv:

Both components must be protected against humidity. Do not store at temperature
below + 10'C and above 30'C. 15 - 25'C is the most favourable storage
temperature. Original closed pails stored between 10 - 30'C; protected against
frost and humidity: storage stability 6 months. After a long storage period, the resin
component should be stined well before using.

s l 66_sb_os 20I 5
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VOCS due to the
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E-Mair urclhdes.Fosi@knds.@m

This product complies with Dircctive 2004/42/EC on the
use of organic solvenb in certaln paints and vamishes:

-Regulations consider the global system which is the
place in the right €tio.
-Limit values fof the mixed product (CatA/j) :500 g/1.

-Stobielasto 5166 contains max 353 g/1.

!e!&e:
This publishlnq replaces all turlh€r bullelins. The recomrnsndatlons contained
guaranl€g b lhe best o'our krowledgg he and a.cLEle.
The indic€lions given in our technicaldala sheels a€ general recommendations of us€ end application and

account tho soecilic data io each oosl, machineorsile.
The buy€r of our products is €sponsible lorlhoirapplication orlcnsfomalion A nolice oi legal requiEments
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'" " ciiiin iliffg* jlt0iste Tyre Ru bber G ra nu tate

Aasic mabnal- fillins for prcduction or rubbertites, mais, sound-proof insutation.

as back fillfor adificialrawns, ornlling offrexible mats, and as addition io asphat concrete mixlures

Technical parameteF

Granularity

Conlenl oiforeign panicbs: stones, wood

Crumbling - wasl€ ty.e rubber granulate

320-330rc
370 -380 0C

1.0 - 2.6 mm

Conlentor volarile substanc€s {hlmidity) max.0.95 %

By mixing the crumbling - granulate, bond, snd colour pigmenr ir is possible to produce rhs mixture ror produclion oililes, mats,

sound-proofinsulation holshaped and cold-shaped, of it can be used as addition

for asphall concrele mixiures, as back fillfor arlilioial lawns, orliling of flexible mats

storage

Delivery and slorage in la€+capacity paokages, in a cover€d area

Quality-quallty management system

aoalty of the poduct is @ntinuously monitored by: VoSAPL Nit€ and corpo€te laboratory

Occupational safety and hygiene, ecology

The Ac.t No.163/2001 Coll. On chemicas and preparalons applies tolhe poduct

Safaly m€asur€s for protection of p€rsons

At lh€ woftplace it is necessary!o ensure v€nlilation and dust exhalst. llleasu€s for heallh prclection must be

ll is not allow€d to eat, drink, or smoke du ng work. After work hands or lace must be washed with water

and soap, skin must bo treated wilh a suilable regeneEtion cream. Do not inhaledusl,

minimiz€ dustiness and use personalprolective aids

Safety measures for environm€ntal protection

It is necessaryto avoid blowing lhs rubberdust in lhe an

G€nulale not irritate lhe skin in contact

Rubbercrumbling - gianulate contains liny rubber particles - dust. lrrilaiing eyes aiMays.

In case of strong i.halation ofdust medicalcare must be searched.
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Wh€n €yes aE afiected, they must bethooughly rinsed with clean water and medicalh6lp mustbe searched



When co.sumed - @ 0.5lot<lrinking water musl be drunk and medicat hetp must be searched.

Mat€nal nol us€d musl be placed 1o communalwasle dump.

Alldata a€ prccessed ac@ding to applicable standads and expsdenc€. They are based on lalest rechnical knowledge.

Manutacturer teserues the dght to make changes based on tulu€ ns knowledge and changes corresponding io
new technical sl6ndards.

Validity ofTechnicalData Sheet since 11/2005 l€xt nodilication 0W006 text nodttcation 052009
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SAFETY DATA SHEET
Issue date: 8- 1.2006

Revision date: 19.03.2001

Revision: text
Rubber grit - granulate
from used tires rubber

v.O.D.S., a.s,
PodnikatetskA d.2

040 17 Koiice- Barca

4 FIRST AID MXASURES

4.1 General instructions: No special measues necessary, obsewe basic hygienlc
principles.

4.2 At inhalation: -

4.3 At contact with shin: : in accordance with STN EN ISO 10993-10 toxicological report

of Slovak University ofHealth from 14.01 2008 Protocol No.: E-10/08 iritability of
product was not proved - it does not irritate

4.4 At conttct with eyes: -

4,5 In case ofswallowing:-

4.6 Other information: -

5.1 Appropriate fire extinguishers:
Fire extinguisher, water, foam,

5.2 Fire extinguishers that cannot be used due to safety reasons:

Water stream

5.3 Special exposition risk$l
in fire occur in oxides ofcarbon and sulfur.

5,4 Special protective equipment for firefighters and equipment for fire brigades:

proteitive clothing, respirator , in case offire follow the fire alarm inshuctions and fire

policy

5,5 Other information: -

6.1 Penonal safety precautions: the nature ofthe product does not cause any salr

measues to protect people and the envitonment.

6.2 Environmental safety precautionsi -

6,3 Cleaning methods:-

6.4 Other information: dispose used material in waste incinerators.

Proceed under the applicable legislation in the field ofwaste management

5 FIRE PRECAUTIONS

6 ACCIDfiNTAL RXLEASE MEASURES
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SAFETY DATA SHEET

V.O.D.S.' a.s.
Podnikatolsk6 d.2
040 17 Kosice- Barca

Rubber grit - granulate
from used tir€s rubber

Issue dater 8.1.2006
Revision da[e: 19.03.2007

Revision: text Dalt
Pase 3 of 6

7 HANDLING AND STORAGE

7.1 Handling: keep product away from open fire and sources ofheat.
Use personal protective equipment in accordance with Chapter 8 Follow the existing
legislation on health and safety.

7.2 Storage: at temperatures +50 30 0C, air humidiry max. 80 o/o

7,3 Personal use:
Not stated.

8 EXPOSURE CONTROL AND PERSONAL PROTECTION

8.1 Exposure limits values:
Control pammeters: aerosols with predominantly irritating effect from grinding and
treatments of tires NPEL. 4 mg.m-'

8.2 Exposure controls: -

8.2.1 Occupational exposure controls: solid aerosols with mostly initating effects, other
solid aerosol with irritating effects from grinding and treatments oftires NPEL" 4 mg.m '

8.2.1.1 Respiratory protection:
Use respirator at exceeded concent.ation ofdust

8,2.1.2 Hands protection:
Protective rubber gloves.

8.2.1.3 Eye protectionl
Protective eye glasses or shield.

8.2.1.4 Skin protection:
Protective work clothing

8.2,2 Environmental exposure controls: -

9,1 General information:

9.2lm ortant health saf and environmental information:

,f,,t*''D
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9 PIIYSICAL AND CHEMICAL ATTRIBUTES

Solid state 0-5 mm

and boiling r|nge :

2',70t 10"CFlash Doitrt: STN ISO 871

nition temD€rature: STN ISO 871
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Pase 4 of 6

ExDlosive DroDeftiesi InexDlosive

f,xplosion limitsl
I,ower limit:
UDDer limit:

Oxidizitrs Drooerties:
VaDot Dressure:

Densityi (sTN650342)

Solubility: Not soluble in water

Distribution coelIrcient Foctanoywaterl
viscositv:
VaDor density:
EvaDoration rate:

Specific weightl 1000-1330 kg.m''

Self ignidon temperatur€l

Selfignition:

10.1 Product stability:
At normal use is product stable, decomposition does not occul

10.2 Conditions occurrence ofwhich to avoid:
High tempemtures, product overheats.

10.3Materials to avoid: -

10.4 Dangerous decomposition products:
Thermic decomposition rel€ases oxides ofcarbo[ and sulfur.

10.5 Other information: -

1l.l Acute toxicity: product is not toxic

11.2 Subchronic-chronic toxicityr -

1 1.3 Irritability:
Not initating.

11.4 Sensitization:
It is not sensible.

11.5 Carcinogenity: -

ll.6 Mutagenity: -

11.7 Reproductive toxicity: -

11,8 Experience with impact on humatr:

none.

11.9 Other information: -

,:Jf'.r.'.0
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12 ECOLOGICAL INFORMATION

12.1 Ecotoxicity: material is practically insoluble in water and non-hazardous to the

envtonment,

12.2 Moveabilif : -

12.3 Stability and decomposition: -

12,4 Bioaccumulative potential: -

12.5 Other negative effects:
Infomation not available.

12,6 Oth€r information: -

13 DISPOSAL INFORMATTON:

13.1 Suitable disposal methods:
Wom tires are recovered by rubber grit production lnapplicable residues dispose in
accordance with the Act rro.22312001 Coll. on waste and amending certain laws

Residues of substances and package pass to organizations with pemission to waste

management. Do not flush into sewers. Should not be disposed with municipal or other

waste.

14 INFORMATION ON TRANSPORT AND TRANSFER

l4.1Road transport (ADR) and railway transport (RID):
Substance / product is not subject to intemational regulations on tlanspolt ofdangerous

soods.

14.2 Sea transport (IMDG):
Substance / product is not subject to intemational regulations on transport of
goods.

14.3 Air transport (ICAO/IATA):
Subsiance / product is not subject to intemational regulations on transport of dan

eoods.

15.1Information stated on label:

15.1.1 Name of dangerous chemical preparative:

15.1.2 Contains:

6zp-""ii. 
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r5 REGULATIVE TNFORMATION

Warning s1 mbols and word sign of danger:
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15.1.3 Word description of specific risk (R-s€ntences): -

15.1.4 Word description for safe use (S-sentences):

536/37139 Wear appropdate prctective clothes, gloves and protective measures for eyes /
face.

15.1,6 Other compulsory marking of preparativer

15,2 Special provisions relating to protection ofhealth or the environment:
Act no.67l2010 Coll. on placing conditions of chemical substances and mixtues to the
market and amending certain acts (chemical Act)
Act no.26lDO02 Coll. on prevention ofserious industrial accidents
Act no. 355/2007 Coll. on the protection, suppofi and development ofpublic health
and amending certain acts
Act ro.223/2007 Coll. on waste and amendine cefiain acts

Act no. 364/2004 Coll. water Act

16 OTIfi,R INFORMATION

16.l Full text of sentences marked with letter R that are stated in point 2 atrd 3:
R8 h Contact with combustible material may cause fire

16.2 Instruc tion s for use (S-sentetrces):

536/37/39 Weat apptopriate protective clothes, gloves and protective measues

l6,3Recommended restrictions on use:
The preparation should not be used for any other pupose than for which it is intended
(see poinl. 1.2) Safety information describes the product as regards safety and cannot
be considered as technical information on product.

16.4Key data sources:
Safety Data Sheet has been prepared based on information provided by the supplier of
product Matador Pfchov ED: +421 42 461 3209
Classification ofthe preparation was based on decree ofMoE no.2/2002 regulating the

conditions ofthe notification, classification, labeling, packaging, testing ofchemical
substances ard chemical preparations.

Safety Data Sheet was prepared according to the deqee no.5l5/2001 Coll. on details of
safety data sheet in accordarce with the Act no.l63/2001 Coll. on chemical substances

and chemical preparations.

16.5 Safety Data Sheet purpose:
PtuDose of safetv data sheet is to enable measures ";t,;
health protection and safety at the protectl
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