Formularul de autorizare eliberat de Producitor

Pentru: DGLCA

Prin prezentul Guangzhou Happy Island Education Recreation Equipment Co., LTD producitor
stabil si reputat al echipamentului pentru terenuri de joacd si aparatelor fitness care dispune de
capacitifi tehnice de productie pe adresa: Shuili Village, Jianggao Town, Bayiun District |
Guangzhou, China , autorizeazd SRL ”Standard Impex” , str. Ton Creangi nr.9 of.1 , MD-2064,
mun.Chisindu, Republica Moldova, si prezinte o oferti si sa negocieze si semneze contractul de
livrare la licitatia publica nr . ocds-b3wdp1-MD-1712140756460 din 23 aprilie 2024 pentru
furnizarea bunurilor sus-mentionate, produse de noi.

Prin prezentul prezentim garantia noastrd pentru bunurile oferite pentru furnizarea in termen de
75 de zile de citre firma sus-numitd , conform Invitatiei pentru concurs. Termen de garantie a
produselor livrate 24 luni.

Guangzhou Happy Island Education Recreation Equipment Co., LTD is hereby established as a
stable and reputable manufacturer of playground equipment and fitness equipment with technical
production capabilities at: Shuili Village, Jianggao Town, Bayiun District , Guangzhou, China ,
authorizes LLC “Standard Impex”, 9 lon Creanga Street no.1, MD-2064, Chisinau mun. for
delivery at public auction no. ocds-b3wdp1-MD-1712140756460 from 23 April 2024 for the
supply of the above-mentioned goods, produced by us.

We hereby present our guarantee for the goods offered for supply within 75 days by the above-
mentioned company, according to the Invitation to tender. Warranty period of products delivered
24 months.




Complex de joacd HLD-20NS-1

— cu turnuri §i tobogane (jocuri de
echilibristicd, orientare, dezvoltarea
motricitatii):

Turn cu acoperis (3 unititi) — fiecare
confectionat din stilpi de lemn (4 buc) de 90 x
90 mm. Suprafata platformei turnului va fi
confectionatd din lemn impregnat, cu aria de
minim 1 m* Pe partile superioare ale stalpilor
va fi previzut un acoperis confectionat din
placaj de lemn (grosimea 12 mm), rezistent la
apd prelucrat industrial derivat din mesteacin
(densitatea materialului va fi de 700 kg/m3)
cu suprafefele prelucrate, fird agchii, cripituri
sau alte defecte care sd produci vitimiri
copiilor, fiind protejate si colorate prin
impregnare in vid cu produse de protectie
preventiva, respectiv prin acoperire cu
vopsea.

Dimensiuni acoperig: 1790x1800x2100 mm cu
elemente de placaj, vopsit (conform solicitirii
autoritafii contractante).

De stalpii turnurilor vor fi fixate plici de
placaj de lemn (grosimea 12 mm), rezistent la
apd prelucrat industrial derivat din mesteaciin
(densitatea materialului va fi de 700 kg/m3) cu
suprafefele prelucrate, fard agchii, crapituri
sau alte defecte care sd produci vitimari
copiilor, fiind protejate §i colorate prin
impregnare in vid cu produse de protectie
preventivi, respectiv prin acoperire cu vopsea.
De asemenea, pe acestea vor fi incastrate
diferite elemente decorative create prin metoda
CNC Router.

Turn cu semi acoperis (1 unitate) -
confectionat din stalpi de lemn (4 buc) de

90 x 90 mm. Suprafata platformei turnului va
fi confectionatd din lemn impregnat, cu aria
de minim 1 m®. Pe pirtile superioare ale
stalpilor va fi previzut un semi acoperis
confecfionat din placaj de lemn (grosimea
12 mm), rezistent la apd prelucrat

industrial derivat din mesteacdn (densitatea
materialului va fi de 700 kg/m3) cu
suprafetele prelucrate, fird agchii, cripituri
sau alte defecte care si producd vatimari
copiilor, fiind protejate si colorate prin
impregnare in vid cu produse de

protectie preventivé, respectiv prin acoperire
cu vopsea. De stalpii turnurilor vor fi fixate
placi de placaj de lemn (grosimea 12 mm),
rezistent la apd prelucrat industrial derivat

Playground equipment
HLD-20NS-1 - with towers and slides

(balancing games, orientation, motor
development):;

Tower with roof (3 units) - each made of
wooden poles (4 pcs) 90 x 90 mm. The surface
of the tower platform will be made of
impregnated wood with a minimum area of 1
m2. On the upper sides of the poles there will
be a roof made of water-resistant, industrially
processed birch-derived wood plywood
(density of the material will be 700 kg/m3)
with processed surfaces, free of splinters,
cracks or other defects causing injury to
children, protected and stained by vacuum
impregnation with preventive protection
products or by coating with paint.

Roof dimensions: 1790x1800x2100 mm with
plywood elements, painted (as requested by the
confracting authority).

The tower poles will be fixed to the wooden
plywood panels (thickness 12 mm),
waterproof, industrially processed birch
plywood (density of the material will be 700
kg/m3) with processed surfaces, free of
splinters, cracks or other defects causing injury
to children, protected and stained by vacuum
impregnation with preventive protection
products and painting. They will also be fitted
with various decorative elements created using
the CNC Router method.

Tower with half roof (1 unit) - made of
wooden poles (4 pieces) of 90 x 90 mm. The
surface of the tower platform will be made of
impregnated wood with a minimum area of 1
m2. On the upper sides of the poles there will
be a semi-roof made of industrially processed
waterproof wooden plywood (thickness 12
mm) derived from birch (density of the
material will be 700 kg/m3) with processed
surfaces, free of splinters, cracks or other
defects causing injury to children, protected
and stained by vacuum impregnation with
preventive protection products or by coating
with paint. The tower poles will be fixed to the
pylons by means of boards of water-resistant,
industrially processed birch plywood
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din mesteacan (densitatea materialului va fi
de 700 kg/m3) cu suprafetele prelucrate, faira
aschii, cripaturi sau alte defecte care sd
producd vatiméri copiilor, fiind protejate
si colorate prin impreghare in vid cu
produse de protectie preventivd, respectiv
prin acoperire cu vopsea. De asemenea,
pe acestea vor fi incastrate diferite
elemente decorative create prin metoda CNC
Router.

Tobogan drept -1 unitate - confectionat
din LLDPE cu pereti dubli si se va cupla
de unul din turnuri. La partea inferioard se
va ancora in beton. Pentru securitatea

copiilor, la intrarea pe tobogan vor fi-

prevazute elemente de protectie
confectionate din LLDPE. Dimensiuni:
lungime (cadere)— 100 cm, ldtime 75 cm

Tobogan drept 1 unitate - confectionat
din LLDPE cu pereti dubli si se va cupla
de unul din turnuri. La partea inferioard se
va ancora in beton. Pentru securitatea
copiilor, la infrarea pe tobogan vor fi
prevazute elemente de protectie
confectionate din LLDPE. Dimensiuni:
lungime (cadere) — 150 cm, latime 75 cm.

Scard de acces 1 unitate - se va cupla de
unul din turnuri. Confectionatd din stalpi de
lemn (2 buc) de 90 x 90 mm. Suprafata
treptelor va fi confectionati din lemn
impregnat. De stalpii turnurilor vor fi
fixate placi de placaj de lemn (grosimea
12 mm), rezistent la apd prelucrat
industrial derivat din mesteacdn (densitatea
materialului va fi de 700 kg/m3) cu
suprafetele prelucrate, fira aschii, crapaturi
sau alte defecte care sd produca vitimari
copiilor, fiind protejate si colorate prin
impregnare in vid cu produse de
protectie preventivd, respectiv prin
acoperire cu vopsea. De asemenea, pe
acestea vor fi incastrate diferite elemente
decorative create prin metoda CNC Router.
Echipament citirare 1 unitate —
confectionat din ofel inoxidabil (diametru 32
mm, grosimea 2 mm), tratat cu protectie
preventivd si acoperire cu vopsea.
Dimensiuni: 1500x65 mm

Tunel 1 unitate — va face legitura
dintre doud turnuri, confectionat din

(thickness 12 mm) (density of the material will
be 700 kg/m3) with processed surfaces, free of
splinters, cracks or other defects likely to cause
injury to children, protected and colored by
vacuum impregnation with preventive
protection products or by coating with paint.
They will also be fitted with various decorative
elements created using the CNC Router
method.

Straight slide -1 unit - made of LLDPE with
double walls and will be coupled to one of the
towers. At the bottom it will be anchored in
concrete. For children's safety, the entrance to
the slide will be provided with protective
elements made of LLDPE. Dimensions: length
(fall)- 100 cm, width 75 cm.

Straight slide 1 unit - made of LLDPE with
double walls and will be coupled to one of the
towers. At the bottom it will be anchored in
concrete. For children's safety, the entrance to
the slide will be equipped with protective
elements made of LLDPE. Dimensions: length
(fall) - 150 cm, width 75 cm.

Access ladder 1 unit - to be coupled to one of
the towers. Made of wooden posts (2 pieces) of
90 x 90 mm. The surface of the steps will be
made of impregnated wood. Industrially
processed waterproof wooden plywood boards
(thickness 12 mm) derived from birch (density
of the material will be 700 kg/m3) will be fixed
to the tower poles with processed surfaces, free
of splinters, cracks or other defects causing
injury to children, and will be protected and

stained by vacuum impregnation with €
preventive protection products or by painting. W“"
They will also be fitted with various decorative X
elements created using the CNC Router 4
method. r
Climbing equipment 1 unit - made of N

stainless steel (diameter 32 mm, thickness 2
mm), treated with preventive protection and
paint coating. Dimensions: 1500x65 mm
Tunnel 1 unit - will make the connection
between two towers, made of composite ropes
including 16 mm diameter steel wires and
plastic and aluminium connections.
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franghii compuse inclusiv cu fire de otel cu
diametrul de 16 mm si conexiuni din plastic
si aluminiu.

Podet franghie si placaj 1 unitate - va
face legétura dintre doud turnuri,
confectionat din franghii compuse inclusiv
cu fire de otel cu diametrul de 16 mm gi
conexiuni din plastic si aluminiu,. Partea
inferioard va fi prevazutd cu placaj cu
aderen{d rezistent la api.

Podet franghie cu bustean 1 unitate -
va face legdtura dintre doud turnuri,
confectionat din franghii compuse inclusiv
cu fire de ofel cu diametrul de 16 mm si
conexiuni din plastic si aluminiu, in
corespundere cu. Partea inferioara va fi
prevazuta cu bustean cu diametrul de 14 cm,
prelucrat prin impregnare in vid cu produse
de protectie preventiva, respectiv prin
acoperire cu vopsea.

Podet franghie 1 unitate - va face legatura
dintre doud turnuri, confectionat din
franghii compuse inclusiv cu fire de otel cu
diametrul de 16 mm si conexiuni din plastic
s1 aluminiu.

Dimensiuni complex HLD-20NS-1:
Lungime — 7300 nm, Litime — 6300 mm,
H - 4400 mm.

Rope and plywood deck 1 unit - will connect

two towers, made of ropes including 16 mm

diameter steel wires and plastic and aluminium

connections, the lower part will be provided
with waterproof bonded plywood.

Rope deck with log 1 unit - will connect two
towers, made of ropes including 16 mm

diameter steel wires and plastic and aluminium

connections, in accordance with. The lower

part will be provided with 14 cm diameter log,

processed by vacuum impregnation with

preventive protection products, respectively by

painting.

Rope deck 1 unit - will make the connection
between two towers, made of ropes including
16 mm diameter steel wires and plastic and
aluminium connections.

Dimensions HLD-20NS-1 model: Length -
7300 nm, Width - 6300 mm, H - 4400 mm.

Complex de joaci HLD-20NS-2 | Playground equipment
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— cu turnuri si tobogane (jocuri de
echilibristica, orientare, dezvoltarea
motricitéfii):

Turn cu acoperis (2 unititi) — fiecare
confectionat din stalpi de lemn (4 buc) de 90 x
90 mm. Suprafata platformei turnului va fi
confectionatd din lemn impregnat, cu aria de
minim 1 m” Pe partile superioare ale stalpilor
va fi previzut un acoperig confectionat din
placaj de lemn (grosimea 12 mm), rezistent la
apa prelucrat industrial derivat din mesteacin
(densitatea materialului va fi de 700 kg/m3)
cu suprafefele prelucrate, fard agchii, crapaturi
sau alte defecte care si producd vitamiri
copiilor, fiind protejate i colorate prin
impregnare in vid cu produse de protectie
preventivéd, respectiv prin acoperire cu
vopsea.

Dimensiuni acoperis: 1790x1800x2100 mm cu
elemente de placaj, vopsit (conform solicitérii
autoritafii contractante). De stalpii turnurilor
vor fi fixate plici de placaj de lemn (grosimea
12 mm), rezistent la apa prelucrat industrial
derivat din mesteacén (densitatea materialului
va fi de 700 kg/m3) cu suprafetele prelucrate,
féird agchii, cripdturi sau alte defecte care sd
producd vatamari copiilor, fiind protejate si
colorate prin impregnare in vid cu produse
de protectie preventiva, respectiv prin
acoperire cu vopsea. De asemenea, pe acestea
vor fi incastrate diferite elemente decorative
create prin metoda CNC Router.

Scard exterioara (1 unitate) — care va face
conexiunea cu una din intririle in turn,
confectionate din 6 bugsteni (diamentrul 30-
50 cm, h-20-50cm) de pin prelucrat prin
impregnare in vid cu produse de protectie
preventivd, respectiv prin acoperire cu
vopsea.

Podet fringhie cu busteni 1 unitate -
va face legdtura dintre turnuri,
confectionat din franghii compuse inclusiv
cu fire de ofel cu diametrul de 16 mm si
conexiuni din plastic si aluminiu,. Partea
inferioard gi balustradele vor fi prevazute cu
busteni cu diametrul de 12 cm, prelucrat
prin impregnare in vid cu produse de
protectie preventivi, respectiv prin acoperire
Cu vopsea.

Tobogan drept 2 unititi - confectionat

din LLDPE cu pereti dubli si se va cupla

HLD-20NS-2 - with towers and slides

(balancing games, orientation, motor
development):

Tower with roof (2 units) - each made of
wooden poles (4 pcs) 90 x 90 mm, The
surface of the tower platform will be made of
impregnated wood with a minimum area of 1
m2. On the upper sides of the poles there will
be a roof made of water-resistant,

industrially processed birch plywood
(thickness 12 mm) (density of the material
will be 700 kg/m3) with processed surfaces,
free of splinters, cracks or other defects
causing injury to children, protected and
stained by vacuum impregnation with
preventive protection products or by
painting,

Roof dimensions: 1790x1800x2100 mm with
plywood elements, painted (as requested by
the contracting authority). The tower poles
will be fixed to the wooden plywood panels
(thickness 12 mm), water-resistant,
industrially processed birch plywood

(density of the material will be 700 kg/m3)
with processed surfaces, free of splinters,
cracks or other defects causing injury to
children, protected and coloured by vacuum
impregnation with preventive protection
products and painting. They will also be
fitted with various decorative elements
created using the CNC Router method.

Exterior staircase (1 unit) - which will
connect with one of the entrances to the
tower, made of 6 logs (diameter 30-50 cm, h-
20-50 cm) of pine processed by vacuum
impregnation with preventive protection
products and by painting,

Rope bridge with logs (1 unit) - will
connect the towers, made of ropes including
16 mm diameter steel wires and plastic and
aluminium connections, the lower part and
the balustrades will be provided with 12 cm
diameter logs, processed by vacuum
impregnation with preventive protection
products, respectively by painting.

Straight slide (2 units) - made of LLDPE
with double walls and will be coupled to the
Pagina 4 din 8



de turn. La partea inferioard se vor ancora
in beton. Pentru securitatea copiilor, la
intrarea pe tobogan vor fi prevazute
elemente de protectie confectionate din
LLDPE. Dimensiuni lungime (cadere )- 50
cm, ldtime 75 cm.

Tobogan drept -1 unitate - confectionat
din LLDPE cu pereti dubli si se va cupla
de unul din turnuri. La partea inferioard se
vor ancora in beton. Pentru securitatea
copiilor, la intrarea pe tobogan vor fi
prevazute elemente de protectie
confectionate din LLDPE. Dimensiuni:
lungime (cadere) — 100 cm, latime 75 cm.
Tobogan drept 1 unitate - confectionat
din LLDPE cu pereti dubli si se va cupla
de unul din turnuri. La partea inferioard se
vor ancora in beton. Pentru securitatea
copiilor, la intrarea pe tobogan vor fi
previzute elemente de protectie
confectionate din LLDPE. Dimensiuni:
lungime (cadere) — 150 cm, latime 75 cm

Dimensiuni complex HLD-20NS-2:
Lungime — 9700 mm, Litime — 4900
mm, H - 5800 mm.

tower. At the bottom they will be anchored
in concrete. For children's safety, protective
elements made of LLDPE will be provided at
the entrance to the slide. Dimensions length
(drop) - 50 cm, width 75 cm.,

Straight slide (1 unit) - made of LLDPE
with double walls and will be coupled to one
of the towers. At the bottom they will be
anchored in concrete. For children's safety,
the entrance to the slide will be provided
with protective elements made of LLDPE.
Dimensions: length (fall) - 100 cm, width 75
cm,

Straight slide 1 unit - made of LLDPE with
double walls and will be coupled to one of
the towers. At the bottom they will be
anchored in concrete. For children's safety,
the entrance to the slide will be equipped
with protective elements made of LLDPE.
Dimensions: length (fall) - 150 cm, width 75
cm

Dimensions HLID-20NS-2 model
dimensions: Length - 9700 mm, Width -
4900 mm, H - 5800 mm.

Complex de joacd HLD-20NS-3 |Playground equipment
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— cu turnuri §1 tobogane (jocuri de
echilibristicd, orientare, dezvoltarea
motricitatii):

Turn cu acoperis 2 unititi — fiecare
confectionat din stalpi de lemn (6 buc) de 90 x
90 mm. Suprafata platformei turnului va fi
confectionati din lemn impregnat, cu aria de
minim 1 m”. Pe partile superioare ale stalpilor
va [ previzut un acoperis confectionat din
placaj de lemn (grosimea 12 mm), rezistent la
apa prelucrat industrial derivat din mesteacin
(densitatea materialului va fi de 700 kg/m3)
cu suprafetele prelucrate, fara agchii, crapituri
sau alte defecte care sd producd vatamari
copiilor, fiind protejate si colorate prin
impregnare in vid cu produse de protectie
preventivd, respectiv prin acoperire cu
vopsea.

Dimensiuni acoperis: 1790x1800x2100 mm cu
elemente de placaj, vopsit (conform solicitérii
autoritdtii contractante). De stélpii turnurilor
vor fi fixate plici de placaj de lemn (grosimea
12 mm), rezistent la api prelucrat industrial
derivat din mesteacin (densitatea materialului
va fi de 700 kg/m3) cu suprafefele prelucrate,
fird agchii, crapdturi sau alte defecte care si
producd vitamari copiilor, fiind protejate si
colorate prin impregnare in vid cu produse
de protectie preventiva, respectiv prin
acoperire cu vopsea. De asemenea, pe acestea
vor fi incastrate diferite elemente decorative
create prin metoda CNC Router.

Turn cu semi acoperis (1 unitate) -
confectionat din stilpi de lemn (4 buc) de

90 x 90 mm. Suprafata platformei turnului va
fi confectionati din lemn impregnat, cu aria
de minim 1 m® Pe pirtile superioare ale
stalpilor va fi previzut un semi acoperis
confectionat din placaj de lemn (grosimea
12 mm), rezistent la apd prelucrat

industrial derivat din mesteacin (densitatea
materialului va fi de 700 kg/m3) cu
suprafefele prelucrate, farda aschii, cripituri
sau alte defecte care sd producd vatamari
copiilor, fiind protejate si colorate prin
impregnare in vid cu produse de

protectie preventiva, respectiv prin acoperire
cu vopsea. De stilpii turnurilor vor fi fixate
placi de placaj de lemn (grosimea 12 mm),
rezistent la apd prelucrat industrial derivat
din mesteacin (densitatea materialului va fi

de 700 kg/m3) cu suprafefele prelucrate, fara

HLD-20NS-3 - with towers and slides

(balancing games, orientation, motor
development):

Tower with roof (2 units) - each made of
wooden poles (6 pcs) 90 x 90 mm. The surface
of the tower platform will be made of
impregnated wood with a minimum area of 1
m2. On the upper sides of the poles there will
be a roof made of water-resistant, industrially
processed birch plywood (thickness 12 mm)
(density of the material will be 700 kg/m3)
with processed surfaces, free of splinters,
cracks or other defects causing injury to
children, protected and stained by vacuum
impregnation with preventive protection
products or by painting,

Roof dimensions: 1790x1800x2100 mm with
plywood elements, painted (as requested by the
contracting authority). The tower poles will be
fixed to the wooden plywood panels (thickness
12 mm), waterproof, industrially processed
birch plywood (density of the material will be
700 kg/m3) with processed surfaces, free of
splinters, cracks or other defects causing injury
to children, protected and stained by vacuum
impregnation with preventive protection
products and painting, They will also be fitted
with various decorative elements created using
the CNC Router method.

Tower with half roof (1 unit) - made of
wooden poles (4 pieces) of 90 x 90 mm. The
surface of the tower platform will be made of
impregnated wood with a minimum area of 1
m2, On the upper sides of the poles there will
be a semi-roof made of industrially processed
waterproof wooden plywood (thickness 12
mm) derived from birch (density of the
material will be 700 kg/m3) with processed
surfaces, free of splinters, cracks or other
defects causing injury to children, protected
and stained by vacuum impregnation with
preventive protection products or by coating
with paint. The tower poles will be fixed to the
pylons by means of boards of water-resistant,
industrially processed birch plywood
(thickness 12 mm) (density of the material will
be 700 kg/m3) with processed surfaces, free of
splinters, cracks or other defects likely to cause
injury to children, protected and coloured by
vacuum impregnation with preventive
protection products or by coating with paint.
Pagina 6 din 8

LN g

o
= Y. .



agchii, crapaturi sau alte defecte care si
producd vatdmari copiilor, fiind protejate
si colorate prin impregnare in vid cu
produse de protectie preventivd, respectiv
prin acoperire cu vopsea. De asemenea,
pe acestea vor fi incastrate diferite
elemente decorative create prin metoda CNC
Router.

Scard exterioard 2 unitati — care va face
conexiunea cu una din intrarile in turn,
confectionate din 6 busteni (diamentrul 30-
50 em, h-20-50cm) de pin prelucrat prin
impregnare in vid cu produse de protectie
preventiva, respectiv prin acoperire cu
vopsea.

Tobogan drept 1 unitate - confectionat
din LLDPE cu pereti dubli si se va cupla
de turnul cu semi acoperis. La partea
inferioard se vor ancora in beton. Pentru
securitatea copiilor, la intrarea pe tobogan
vor fi previazute elemente de protectie
confectionate din LLDPE. Dimensiuni:
lungime 50 cm, ldtime 75 cm

Tobogan tub spiralat 1 unitate -
confectionat din LLDPE cu pereti dubli gi se
va cupla de turn. La partea inferioard se vor
ancora in beton. Pentru securitatea copiilor,
la intrarea pe tobogan vor fi previzute
elemente de protectie confectionate din
LLDPE. Dimensiuni: lungime — 4000 ¢m,
Diametru 80 cm.

Tobogan tub drept 1 unitate - confectionat
din LLDPE cu pereti dubli gi se va cupla de
turn. La partea inferioard se vor ancora in
beton. Pentru securitatea copiilor, la intrarea
pe tobogan vor fi previzute elemente de
protectie  confectionate din  LLDPE.
Dimensiuni: lungime — 2250 cm, Diametru
70 cm.

Scard de acces verticald cu semiacoperis
1 unitate — cu indltimea de 350 cm,
conectati la  turnul cu  acoperis
confectionatd din ofel si panouri din lemn
de mesteacin (40x90mm) prelucrati prin
impregnare in vid cu produse de
protectie preventivé, respectiv prin acoperire
cu vopsea. Acoperisul va fi confectionat din
placaj de lemn (grosimea 12 mm), rezistent
la apd prelucrat industrial derivat din
mesteacan (densitatea materialului va fi de
700 kg/m3) cu suprafetele prelucrate, fird

They will also be fitted with various decorative
elements created using the CNC Router
method.

Exterior staircase (2 units) - which will
connect with one of the entrances to the tower,
made of 6 logs (diameter 30-50 cm, h-20-
50cm) of pine processed by vacuum
impregnation with preventive protection
products and by painting.

Straight slide 1 unit - made of LLDPE with
double walls and will be coupled to the tower
with half roof. The underside will be anchored
in concrete. For children's safety, protective
elements made of LLDPE will be provided at
the entrance to the slide. Dimensions: length
50 cm, width 75 cm.

Spiral tube slide 1 unit - made of LLDPE
with double walls and will be coupled to the
tower. At the bottom they will be anchored in
concrete. For children's safety, the entrance to
the slide will be fitted with protective elements
made of LLDPE. Dimensions; length - 4000
cm, diameter 80 cm.

Straight tube slide 1 unit - made of LLDPE
with double walls and will be coupled to the
tower. At the bottom they will be anchored in
concrete. For children's safety, the entrance to
the slide will be provided with protective
elements made of LLDPE. Dimensions: length
- 2250 cm, diameter 70 cm.

Vertical access ladder with semi-roof 1 unit
- height 350 cm, connected to the tower with
roof made of steel and birch wood panels
(40x90mm) processed by vacuum
impregnation with preventive protection
products, respectively by painting. The roof
will be made of industrially processed
waterproof birch-derived wood plywood
(thickness 12 mm) (density of the material will
be 700 kg/m3) with processed surfaces, free of
splinters, cracks or other defects causing injury
to children, protected and stained by vacuum
impregnation with preventive protection
products and paint coating. A handrail made of
32 mm diameter steel pipes will be provided.
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agchii, crapdturi sau alte defecte care si
producd vitimari copiilor, fiind protejate si
colorate prin impregnare 1in vid cu
produse de protectie preventivd, respectiv
prin acoperire cu vopsea. Va fi previzuti o
balustrada confectionatd din tevi de otel cu
diametrul 32 mm.

Podet fara acoperis 1 unitate — cu
lungimea de 100 cm si balustradd (inaltime
h 50 cm), confectionat din otel si panouri
din lemn de mesteacin (40x90mm)
prelucrafi prin impregnare in vid cu
produse de protectie preventivé, respectiv
prin acoperire cu vopsea.

Podet cu acoperis | unitate — cu lungimea
de 100 cm si balustradd cu acoperis h 225
cm, confectionat panouri din lemn de
mesteacdn  (40x90mm) cu suprafefele
prelucrate, fara aschii, crapaturi sau alte
defecte care sd producd vitdmdri copiilor,
find  protejate §i  colorate  prin
impregnare in vid cu produse de
protectie preventiva, respectiv prin acoperire
cu vopsea.

Dimensiuni  complex  HLD-20NS-3:
Lungime — 8200 mm, Litime — 6500 mm,
H - 8400 mm

Flooring without roof 1 unit - 100 cm long
with railing (height h 50 cm), made of steel
and birch wood panels (40x90mm) treated by
vacuum impregnation with preventive
protection products and painted.

Roofed deck 1 unit - 100 cm long and railing
with roof h 225 cm, made of birch wood panels
(40x90mm) with machined surfaces, without
splinters, cracks or other defects that could
cause harm to children, protected and stained
by vacuum impregnation with preventive
protection products, respectively by coating
with paint.

Dimensions HLLD-20NS-3 model: Length -
8200 mm, Width - 6500 mm, H - 8400 mm

Pagina 8 din 8
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QUALITY MANAGEMENT SYSTEM
CERTIFICATE

I'he cernlicate infarmation 13 avaidlable on the CNCA of the official website © v, cnca gov cn )

This is to certify that the quality management system of
GUANGZROU HAPPY [SLAND EDUCATION RECREATION EQUIPMENT CO., LTD.

Unilorm Code of Sagial Credal s 91H00 0507 0HATR

Heg Add: Shuili Vil depe lnmgsas Tomi Becwun Aroa Capesedau
Hesiness Add: Suili Villse Heress Town Badans dres s Gavess b

Which is in conformity with

GB/T19001-2016/1509001:2015

This certificate covers the following scope of
Froduction of wooden children s furmiture, outdoor fitness equipment, children' s smusement eouipment and
preschool education supporting plastic products (except products that involwe licensing requirements)

L A A R R R LR RLER LR EENE LSS SEREERDE R, l-l-l-l-l"l-l'-l-l'-l'l-l-l"l'.-

This certificate will mot remasn valld uniess and undll tha ceelifed cusiomers acoapts o loas! once survaillance
Aldil annualy watfun the valicty parsod of The certficabe Please iogin indo www . Zrxbl.com o thia cestificals’s
walidity stabus

lssue Date: 10, 08 2021 Expiration Date: 10, 09, 2024
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ENV IRONMENTAL MANAGEMENT SYSTEM
CERTIF ICATE

e cerlalicate informaton 15 avilable on the CNCA of the official website © www.enca.gov.en )

T'his is to certify that the environmental management system of

GUANGZHOU HAPPY ISLAND EDUCATION RECREATION EQUIPMENT CO., LTD.

Uniorm Code of Secial Credit; 914000 75078

Heg Add: Sheili Villsge, |isnggss Tosn Balvin Aren Gusmgzhon
Business Add: Swili Village, liaresso Tos, Baivn Ares, Gueangebo, Gosangdons

Which is in conformity with

GB/T24001-2016/1S014001:2015
This certificate covers the following scope of

rroduction of wooden children s furniture, outdoor fitness equipment, children’ = amusement equipment and
preschool education supporting plastic products (except products that involve licensing requirements)
and 1ts relative environment management activity

This carbficate will not remain vahd unless and until the certified customers accepts at leas! once surveillance
auan annually withun the vahdly penod of the carlificate .Please login inlo www_zrkhy.com for this certificate’s
validity status.

lssue Date: 10, 08, 2027 Expiration Date: 10. 0%, 2024

Chrtification Co., Ltd. Issued by: ﬁ
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