Reparația drumului
Reparația drumului G125 Cimișlia – Iargara – Sărata Nouă, km 2,7 – 24,5 
(R47 Cimișlia – Iargara – Sărata Nouă, km 2,7 – 24,5) 

Lungimea sectorului – 22,305  km


Costul total cu TVA – 149 383,2 mii lei.

Numărul benzilor de circulație – 2 

Sistem rutier – 156 073 m2



Mixtură asfaltică cu agregate mărunte – 15 730,31 tn
Mixtură asfaltică cu agregate mari – 23 480,96 tn
Bitum – 221,52 tn
Beton – 8 993,36 m3
Piatra sparta – 43 399,89 m3
Nisip – 1 934,44 m3

Reamenajarea podețelor Ø 1,0 – 2,0 – 5 buc.


Reparația podețelor Ø 1,0 – 2,0 – 13 buc.


Amenajarea podețului TH60-II – 1 buc.


Reparația podului – 1 buc.



Lungimea podului – 45,10 m



Lățimea podului – 11,42 m




Deschideri – 12+21+12 m

Repair of G125 Cimișlia - Iargara - Sărata Nouă Road, km 2.7 - 24.5

(R47 Cimișlia - Iargara - Sărata Nouă, km 2.7 - 24.5)

 

The length of the sector - 22,305 km

The total cost with VAT - 149 383.2 thousand lei.

Number of traffic lanes - 2

Road system - 156 073 m2

a) Asphalt mix with small aggregates - 15,730.31 tn

b) Asphalt mix with large aggregates - 23 480.96 tn

c) Bitumen - 221.52 tn

d) Concrete - 8 993.36 m3

e) Crushed stone - 43 399.89 m3

f) Sand - 1 934.44 m3

Layout of the bridges Ø 1,0 - 2,0 - 5 pcs.

Repair of the bridges Ø 1,0 - 2,0 - 13 pcs.

Layout of the bridge  TH60-II - 1 pcs.

1) Bridge repair - 1 pc.

a) Bridge length - 45.10 m

b) Width of the bridge - 11.42 m

c) Openings - 12 + 21 + 12 m

