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TEST RESULTS

MILL’S TEST CERTIFICATE
 ( ACC. TO  EN 10204 / 3.1 )

Yücel Boru ve Profil Endüstrisi A.Ş.
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1.2x1250x2500 2204854601   103 3.032 CR DC01 370 279  31 - 0,047 0,017 0,160 0,012 0,007 0,051 0,047 0,003 0,001 0,103 0,047 0,001 0,001 0,004 2T22226224 EN10130:2006

1.2x1250x2500 2204854602   103 3.032 CR DC01 370 279  31 - 0,047 0,017 0,160 0,012 0,007 0,051 0,047 0,003 0,001 0,103 0,047 0,001 0,001 0,004 2T22226224 EN10130:2006

1.2x1250x2500 2204854603   103 3.032 CR DC01 370 279  31 - 0,047 0,017 0,160 0,012 0,007 0,051 0,047 0,003 0,001 0,103 0,047 0,001 0,001 0,004 2T22226224 EN10130:2006

1.2x1250x2500 2204854604   103 3.032 CR DC01 370 279  31 - 0,047 0,017 0,160 0,012 0,007 0,051 0,047 0,003 0,001 0,103 0,047 0,001 0,001 0,004 2T22226224 EN10130:2006

1.2x1250x2500 2204854101   103 3.032 CR DC01 362 269  34 - 0,034 0,016 0,173 0,011 0,007 0,018 0,024 0,001 0,001 0,027 0,045 0,001 0,002 0,003 2R2266295 EN10130:2006

1.2x1250x2500 2204739303   118 3.473 CR DC01 341 268  36 - 0,035 0,009 0,151 0,010 0,010 0,032 0,013 0,001 0,004 0,041 0,033 0,001 0,001 0,005 236231 EN10130:2006

1.2x1250x2500 2204739304   116 3.414 CR DC01 341 268  36 - 0,035 0,009 0,151 0,010 0,010 0,032 0,013 0,001 0,004 0,041 0,033 0,001 0,001 0,005 236231 EN10130:2006
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