
Designation of a Notified Body pursuant to the Construction
Products Regulation

From : Federal Public Services Economy
- Quality and Innovation Division
NG III - 2nd floor-Bloc B,
Boulevard du Roi Albert II, 16
1000 Brussels
Belgium

To : European Commission
GROWTH Directorate-General
200 Rue de la Loi,
B-1049 Brussels.

Other Member States

Reference : Regulation (EU) No 305/2011 - Construction products

Body name, address, telephone, fax, email, website :

ORGANISME IMPARTIAL DE CONTROLE DE PRODUITS POUR LA CONSTRUCTION ASBL (COPRO) -
ONPARTIJDIGE INSTELLING VOOR DE CONTROLE VAN BOUWPRODUCTEN VZW (COPRO)
Z.1 Researchpark - Kranenberg 190
1731 ZELLIK (ASSE)
Belgium
Phone : +32:2:468 00 95
Fax : +32:2:469 10 19
Email : info@copro.eu
Website : http://www.copro.eu

Body : NB 1137

Created : Unknown (Notifications pre-dating 2006 are not available in these lists) | Last update : 28/06/2016

The body is formally accredited against :

EN ISO/IEC 17065 - Product certification

Name of National Accreditation Body (NAB) : BELAC - Belgian Accreditation Body
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Authorised contact person(s) in Body
Name, direct telephone, and personal email

Van Loo Dirk - +32:2:468 00 95 - dirk.vanloo@copro.eu

Tasks performed by the Body :

Created : 24/06/2020 | Last update : 22/06/2020

Decision Product family, product/Intended use AVCP system Technical specification

96/579/EC Circulation fixtures (1/2) : - Vehicle restraint systems: crash
cushions (for circulation areas), Vehicle restraint barriers:
transition barriers (for circulation areas).

Product
Certification Body
(System 1)

EN
1317-5:2007+A2:2012(*)

EN
1317-5:2007+A2:2012/AC:2012(*)

96/579/EC Circulation fixtures (1/2) : - Road marking products: Drop-on
materials (glass beads, anti-skid aggregates and
combinations of the two) (for circulation areas).

Product
Certification Body
(System 1)

EN 1423:2012

EN 1423:2012/AC:2013

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: as protective layer (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2016

EN 13250:2016

EN 13251:2016

EN 13252:2016

EN 13253:2016

EN 13254:2016

EN 13255:2016

EN 13256:2016

EN 13257:2016

EN 13265:2016

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: for drainage and/or filtration (in roads,
railways, foundations and walls, drainage systems, erosion
control, reservoirs and dams, canals, tunnels and
underground structures, liquid waste disposal or containment,
for solid waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2016

EN 13250:2016

EN 13251:2016

EN 13252:2016

EN 13253:2016

EN 13257:2016

EN 13265:2016

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: for reinforcement (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2016

EN 13257:2016

EN 13265:2016

EN 15381:2008

96/581/EC Geotextiles (1/2) : - Geosynthetics (membranes and textiles),
geotextiles, geocomposites, geogrids, geomembranes and
geonets used: as fluid or gas barriers (in roads, railways,
foundations and walls, drainage systems, erosion control,
reservoirs and dams, canals, tunnels and underground
structures, liquid waste disposal or containment, for solid
waste storage or waste disposal).

FPC Certification
Body (System 2+)

EN 13249:2016

EN 13257:2016

EN 13265:2016

98/214/EC Structural metallic products and ancillaries (1/4) : - Structural
metallic sections/profiles: hot rolled, cold formed or otherwise
produced sections/profiles with various shapes (T, L, H, U, Z,
I, channels, angle, hollow, tubes), flat products (plate, sheet,
strip), bars, castings, forgings made of various metallic
materials, unprotected or protected against corrosion by
coating (to be used in metal structures or in composite metal
and concrete structures).

FPC Certification
Body (System 2+)

EAD 200019-00-0102
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Decision Product family, product/Intended use AVCP system Technical specification

98/214/EC Structural metallic products and ancillaries (2/4) : - Weldmesh
gabion boxes and mattresses (for uses in work's frames and
foundations).

FPC Certification
Body (System 2+)

EAD 200020-00-0102

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Fillers for bituminous mixtures and surface treatments (for
roads and other civil engineering works).

FPC Certification
Body (System 2+)

EN 13043:2002

EN 13043:2002/AC:2004

EN 13055-1:2002

EN
13055-1:2002/AC:2004

EN 13055-2:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Aggregates for bituminous mixtures and surface treatments
(for roads and other civil engineering works).

FPC Certification
Body (System 2+)

EN 13043:2002

EN 13043:2002/AC:2004

EN 13055-2:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Armourstones (for hydraulic structures and other civil
engineering works).

FPC Certification
Body (System 2+)

EN 13383-1:2002

EN
13383-1:2002/AC:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Railway ballast (for railway works).

FPC Certification
Body (System 2+)

EN 13450:2002

EN 13450:2002/AC:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Aggregates and fillers for concrete, mortar and grout (in
buildings, roads and other civil engineering work).

FPC Certification
Body (System 2+)

EN 12620:2002+A1:2008

EN 13055-1:2002

EN
13055-1:2002/AC:2004

EN 13055-2:2004

EN 13139:2002

EN 13139:2002/AC:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Aggregates for unbound and hydraulically bound mixtures (for
roads and other civil engineering works).

FPC Certification
Body (System 2+)

EN 13055-2:2004

EN 13242:2002+A1:2007

98/601/EC Road construction products (1/2) : - Bitumen (for road
construction and surface treatment of roads).

FPC Certification
Body (System 2+)

EN 12591:2009

EN 13808:2013

EN 13924:2006

EN 13924:2006/AC:2006

EN 14023:2010

EN 15322:2013

98/601/EC Road construction products (1/2) : - Bituminous mixtures (for
road construction and surface treatment of roads).

FPC Certification
Body (System 2+)

EN 13108-1:2006

EN
13108-1:2006/AC:2008

EN 13108-2:2006

EN
13108-2:2006/AC:2008

EN 13108-3:2006

EN
13108-3:2006/AC:2008

EN 13108-4:2006

EN
13108-4:2006/AC:2008

EN 13108-5:2006

EN
13108-5:2006/AC:2008

EN 13108-6:2006

EN
13108-6:2006/AC:2008
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Decision Product family, product/Intended use AVCP system Technical specification

EN 13108-7:2006

EN
13108-7:2006/AC:2008

98/601/EC Road construction products (1/2) : - Surface treatments (for
surface treatments of roads).

FPC Certification
Body (System 2+)

EN 12271:2006

EN 12273:2008

98/601/EC Road construction products (2/2) : - Bituminous mixtures (for
uses subject to reaction to fire regulations).

Product
Certification Body
(System 1)

EN 13108-1:2006

EN
13108-1:2006/AC:2008

EN 13108-2:2006

EN
13108-2:2006/AC:2008

EN 13108-3:2006

EN
13108-3:2006/AC:2008

EN 13108-4:2006

EN
13108-4:2006/AC:2008

EN 13108-5:2006

EN
13108-5:2006/AC:2008

EN 13108-6:2006

EN
13108-6:2006/AC:2008

EN 13108-7:2006

EN
13108-7:2006/AC:2008

(*) Use of facilities outside the testing laboratory of the notified body
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