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F8911/LCG

F8911/LCS

EEg CuP ELECtroDES

Reusable SSC (Ag/AgCl) electrodes 
F8911/SS Ag/AgCl, D=10 mm, die-cast cup,
 150 cm wire, 1,5 mm DIN socket
F8911/LCS Ag/AgCl, D=10 mm, heat sealed cup,  
 150 cm wire, 1,5 mm DIN socket 
F8911P/LCS Ag/AgCl, D=6 mm, heat sealed cup,
 150 cm wire, 1,5 mm DIN socket

Reusable gold-plated electrodes
F8911/GO Ag/Au, D=10 mm, L=150 mm, 
  1,5 mm DIN socket, die-cast wire
F8911/LCG Ag/Au, D=10 mm, L=150 mm, 
  1,5 mm DIN socket, heat sealed wire 
ATTENTION
Models with die-cast wires are supplied with blue, 
green, yellow, red and black wires (5 different 
colours inside each pouch). Models with heat sealed 
wires have a grey wire instead of blue one

EAr ELECtroDES

F8971 - Ear electrodes
F8971/SI Sintered Ag/AgCl, L=100 cm
 1,5 mm DIN socket
F8971/SS Ag/AgCl, L=100 cm, 
 1,5 mm DIN socket
F8971/ST Sn, L=100 cm, 
 1,5 mm DIN socket
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