
Data Sheet

Description
•  Inspital  Patient Bed Head Units are designed to provide integra-
ted solutions of medical gas outlets, nurse call systems and 
electrical outlets in patient areas.  All electrical installation is 
carried out in accordance with IEE  regulations. Bed Head Units are 
made from impact-resistant materials and    they are suitable for 
cleaning with hospital disinfectants.Alternative lenghts for single, 
double and triple patient beds.

Classification
•  Our Bedhead Units are designed and manufactured in compliance 
with HTM 02-01, HTM 2022, MDD 93/42/EEC, EN 11197,  ISO 
13485 standards.

Technical specifications
Package dimensions(WxLxH) : 260 mmx1550 mmx100 mm
Total weight   : 12 kg
Inlet voltage   : 220V/50 Hz
Material specifications  : Electrostatic Painted Extruded   
    Aluminum

Standart Accessories
• Electrical socket                             : 3 pcs  220 V (BS and DIN) 
• Reading lamp     : 2 pcs
• Power button     : 1 pc

Optional  Accessories
•  Phone
•  UPS
•  Data socket
•  Nurse call socket 

Services
•  Oxygen
•  Nitrous Oxide
•  Medical Air 4 Bar
•  Surgical Air 7 Bar
•  Vacuum

Components
•  Electrostatic painted extruded aluminum
•  Main body made of extruded aluminum
•  Body and cover color choices depending on user request
•  Medical gas and electrical outlets in accordance with interna-
tional standards
•  Length Alternatives for single bed/ double bed

Patient Bed Head Unit with
Three Channels and Double Lamps
Model: GZ22.10, GZ22.20

 

Explanation Length (L) Electrical 
Socket  Model No

Single bed 1500-1800 mm 3 pcs GB22.10

Double bed 3000-3600 mm 6 pcs GB22.20 MD.22-IN-ST/01.19/00
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Techinal Drawing

Patient Bed Head Unit with
Three Channels and Double Lamps
Model: GZ22.10, GZ22.20
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•  Units are in “mm”.
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