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This document cancels and supersedes the last version of this certificate number issued by SGS Colombia S.A.S.

CRS-C-06-05 V.4 junio 2019

It certifies that the product identified as Automatic Circuit Recloser manufactured by NOJA 
Power Switchgear Pty. Ltd with references specified in the following pages of this document 
has been evaluated according to:

IEC 62271-111:2012 : High-voltage switchgear and controlgear - Part 111: Automatic circuit 
reclosers and fault interrupters for alternating current systems up to 38 kV
IEEE C37.60:2012 : High-voltage switchgear and controlgear - Part 111: Automatic circuit 
reclosers and fault interrupters for alternating current systems up to 38 kV

This product has been subjected to visual inspection by SGS Colombia S.A.S. and laboratory 
tests in accordance with the certification scheme 5 of the ISO / IEC 17067: 2013 standard.

Result: CONFORM

Authorized by:             

   
           SGS COLOMBIA S.A.S.

Camilo Ramirez
SGS Colombia S.A.S.
Carrera 100 No. 25C-11, Bodega 3
Bogotá D.C., Colombia
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Automatic Circuit Recloser
Manufacturer by NOJA Power Switchgear Pty. Ltd.

16 Archimedes Place, Murarrie, Qld. 4172, Brisbane, Queensland, Australia

Reference
Symmetrical 
Short-Circuit 
Current [kA]

Rated 
Maximum 
Current 

[A]

Control Cubicle 
RC

Frequency
[Hz]

Degree of 
Protection

Max. 
Asymmetric 

Crest Current 
[kA]

Rated Maximum 
Voltage [kV]

OSM15-16-
800 16 kA 800 A RC02;RC03;RC10; 

RC15;RC20 50/60 Hz IP65 42 kA 15.5 kV

OSM27-12-
800 12.5 kA 800 A RC02;RC03;RC10; 

RC15;RC20 50/60 Hz IP65 32.5 kA 27 kV

OSM38-12-
800 12.5 kA 800 A RC02;RC03;RC10; 

RC15;RC20 50/60 Hz IP65 32.5 kA 38 kV

OSM38-16-
800 16 kA 800 A RC02;RC03;RC10; 

RC15;RC20 50/60 Hz IP65 42 kA 38 kV
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