Display LED Mobil

Specificatii Display (minime):
· Dimensiunea Ecranului:   3.2 m x 1.8 m, Instalat pe Stand Mobil cu Rotile;
· Resolution [px]:                                1720 x 960
· Aspect Ratio:                                      16:9
· Pixel Configuration                          3-in-1 SMD GOB
· LED type                                              SMD (1515)
· Pixel Pitch [mm]                               1.86
· Brightness (max.) [cd/m²]             600
· Contrast Ratio (typ.)                       4000:1
· Viewing Angle [°]                              140 horizontal / 140 vertical
· Dimming Capability                         256 levels
· Colour Processing                            14 bit
· Colours [Trill.]                                    281
· LED Driving Method                        1/64 dynamic scan
· Frame Rate [Hz]                                60
· Refresh Rate [Hz]                             ≤ 3840
· Colour Temperature [K]                5000 - 9300
· Lifetime                                                100000 hrs 
 
Structură:
· - Cabinet:             Aluminiu, Dimensiuni 640x360 mm, Grosime 30mm
· - Module LED:    320x160 mm
· - Montaj:             inclus stand metalic profesional de podea
 
Sistem de Control :
        Surse Semnal Video        3x HDMI/DVI;
        Iesiri de semnal Video    3x HDMI/DVI;
        Input Resolution               1920×1200@60Hz (Standard)
        Intrare și ieșire audio:
− Intrare audio prin HDMI
− Reglarea volumului la ieșire
·        Control:                                Prin intermediul LAN/USB, sau de pe panoul frontal al dispozitivului.
·        Procesare semnal:           Multi-Layer, PIP , 10 presetări, Tehnologia SuperView III
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