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Contract title: Supply of <…>	p 1 /…
Publication reference: <insert reference>






Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
	1.
Item number
	2.
Specifications required
	3.
Specifications offered
	4. 
Notes, remarks, 
ref to documentation
	5.
Evaluation committee’s notes 
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	[bookmark: _GoBack]Dimensions/capacity
Weight 	750-900 kg
L x W x H 	350-450x150-180x170-200 cm
wheelbase 260-300 cm
Ground clearance 30-40 cm
rear cargo box dimensions 150-200 times 120-150 x 20-30cm​
Capacity bucket back 500 - 650 kg
Capacity of people 3
Capacity loading TAILGATE 100-150 kg Total storage capacity 	: 350-400 L Towing capacity1000-1500 kg
Payload capacity 650-900 kg
Fuel tank 		35-50 l
Fuel type: Gasoline
Dynamic Power Steering (DPS)
• System ABS
• Minimum 14 in. rims. (35.6 cm) aluminum
• Minimum 27 in. (68.6 cm)
•Winch minimum 4,500-lb capacity (2,000 kg)
Motor
Type 60-80 kW (80-110 hp ), cooling with liquid
feeding Intelligent Throttle Control ( iTC ™) with injection heads
Transmission box automatically PRO-TORQ CVT with system QRS, fan with flow high of air and electronic transmission belt protection , Extra -L / H / N / R / P gears
Drivetrain Selectable​​	 mode Turf / 2WD / 4WD with front limited-slip differential with ABS SYSTEM
Assistance TO lead System electronic assistance DOWN in slope MODES ECO™ / ECO™ Off / Work
Brake of parking
Power steering Dynamos Power Steering (DPS)
suspension
Front suspension Double A-arm / Front shock absorbers Gas
Rear suspension TTA with bar stabilizing Mufflers back Gas
Tires /Rims
TIRES front & back 27 x9 / 11 x 14 in. (68.6 x 22.9 / 27.9 x 35.6 cm) 14in. (35.6 cm) aluminum wheels
Brakes
Front Two DISCS fan minimum 220 mmm, with hydraulic calipers and twin pistons
Rear Two ventilated discs of at least 220 mm, with 1-piston hydraulic calipers.
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	Trailer ( platform furniture ):
Task total – up to 3500 kg;
Loading capacity 1800 – 2800 kg ;
Length useful – from 500 to 620 cm;
Width useful – 210 cm;
Braking system – with braking ;
Number of axles – 2 axles;
Mass own – 700-850 kg ;
Material – minimum 3mm steel , galvanized thermal or aluminum ;
Wheel positioning – under the trailer ;
Shape – straight , rings metal car anchor with grip lateral on chassis ;
Ground clearance / height – 50-67 cm ;
Wheel chocks– 2 wedges included ;
ramps loading – 2 loading ramps 2-2.5m ;
Size wheels – R13-R14 with fenders mud ;
Spare wheel – yes ;
Winch – winch support​ and manual winch ;
Electrical system/wiring– 13 pins / 12v in compliance with EU standards , lights position front , sides , back;
Support leg – 1pc - automatic with wheel Weight training , 2pcs - with grip support .
	 
	
	

	
	
	 
	
	

	
	
	
	
	

	
	
	
	
	




2021.1	Page 1 of 5
c4f_annexiitechspeciiitechoffer_en.doc

2021.1	Page 3 of 5
c4f_annexiitechspeciiitechoffer_en.doc
