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ENT UNIT Mod. OTOCOMPACT STEEL 
 

 
Medium Range ENT treatment unit, compact but functional, representing EUROCLINIC® proposal for the ENT doctor that, even if has a 
reduced space in the cabinet room, doesn’t want to renounce at a complete workstation to carry endoscopy treatment, diagnostic and 
also microscopy activity. 
The unit is equipped with: 

 Sturdy steel casing provided with 4 heavy-duty castors necessary for its mobility and easy cleaning of the examination 
room. Service compartment with easy lateral access. 

 

 
 

 The unit is completely independent from Water main or centralized suction systems, allowing for more safe and hygienic 
activity and mobility within the clinic environment. NO NEED OF CONNECTION BOX FOR AUTOMATIC SWITCHING ON/OFF 
WATER SUPPLY. 

 Desk working top in  painted GLASS with linear surface for an easier disinfection against proliferation of bacteria 
 

 
 

 Drawers Combination Mod. “E” Composed of:  
o Nr. 3 drawers mod. E2 (h.140mm) for instruments storage 

frontal parts EPOXI PAINTED in colour at your choice among 20 nuances – HANDLES colour in accordance with  
structure colour.  
Nr. 1 WASTE BIN PLACED UNDER THE DRAWERS COMBINATION 
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 Instruments tablet on articulated arm complete with colour TOUCH SCREEN and adjustable 4,3” display from flat 
position upward for a better visualization.  
Holder which consists of micro-switch, provided with 4 instruments hoses (according to chosen configuration) : 
1 – SUCTION TUBE 
2-  EAR WASHING SYRINGE 
3 - KIT SYRINGE FOR MEDICAMENTS and INSUFFLATION CANULA 

 
 

 TOUCH SCREEN SYSTEM 4,3“ COLOUR SYSTEM driving following functions  :  
 Language selection (max. 4 different languages) 
 Visualization of all active instruments when removed from their support (suction/kit pulverization/syringe)  
 digital vacuum and pressure system control 
 Memorisation of the mirror warming cycle from 10 to 120 sec 
 CHECK-UP and maintenance of main functions 
 Visualization of the User Manual  

 
 Nr. 2 Head lamp fixed supports   

 

      
 

 In-built suction system complete with motor suction unit with diaphragm pump capacity up to 50 lt./min, noiseless, oil, 
manintenance and vibration free  

o Suction tube is disposable allowing for better hygiene control  
o Suction tube is equipped with Automatic On/Off switching when removing the suction hose. 
o N.6 Stainless steel suction canulas.  
o Bacterial filter 
o Control and display of suction performance on touch screen  
o Silently motorized 
o Finely adjustable between 0 and 0,85 bar 
o Suction jar of 2 lt. capacity (multi use)  
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 Auricular-washing syringe Microprocessor-controlled heating element set at 37° C.  
Fixed temperature set at 37° C. (+/- 1 °C) microprocessor controlled. 
Autoclavable stainless steel tip 
Completely independent system from main water net 

 

 
 

 Compressed air unit provided with: 
 Air syringe group (chrome plated) for spray bottles and Politzer olive in stainless steel and autoclavable 
 Nr. 3 medicament sprayers: 2 for powder spray and 1 for liquid spray; autoclavable. 
 Nr. 3 bottles for medicaments, in glass  
 Polizter olives in two different diameters  
 Continuously adjustable pressure by means of a knob placed under the instrument – from 0,1 up to 2,2 Bar 
 The compressor is completely separated from the suction and silently motorized  

 

       
 

 In built mirror heating unit, with memorizable cycle (10-120 sec) from electronic console to treat patients with warm 
instruments , not creating patients aversion to cold instruments 

 

 
 

 IN-BUILT ENDOSCOPY CENTER WITH COLD LIGHT SOURCE WITH SINGLE OUTLET WITH LED  – with bulb 5.500°K 200 
Lumen (50.000 hours life bulb) – STORZ connectors (or any connector if requested) + n.1 Fiber optic cord + adaptors  Ø 3.5 
mm / L.1,800 mm  Manual light control through knob placed closed to the source   
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 Nr. 2 Holders for Endoscopes  (external with 2 tubes – 1 long for flexible and 1 for short for rigid)  
 

 
 

LED X RAY VIEWER – wall mounted.   

 
The new generation of LED X-ray illuminators with color temperature of 7,200°K for superior viewing and reading of radiography. 
Complete elimination of light flickering and 3500 cd/mq luminance for more uniform light diffusion. Frame in anti-scratch anodized 
aluminum. Film gripping system incorporated. Dimmer for luminance adjustment from 30% to 100%. 
Economic advantages: 
- LED life 80,000 hours, with low maintenance costs 
- low energy consumption compliant with European law 
Double support for horizontal or vertical wall mounting or desktop. 
Fully adjustable wall model: 
Position of panel can be totally adjusted: 
- Height adjustment 13 cm 
- Inclination 35° (+25°/-5°) 
- Vertical or horizontal positioning  
- Horizontal rotation 10°  
 
TECHNICAL FEATURES: 
Color temperature: Cool white 7200°K  
• Brightness: 3500 cd/m2 
• LED life: 80000 hours 
• Power supply: 230 V - 50/60 Hz  
• Conformity to Low Voltage Directive 2006/95/CE 
• Conformity to Electro Magnetic compatibility 2004/108/CE 
• Conformity to EEC directive 2007/47 medical Device Class I 
• All components UL, DVE, IMQ approved 
• Made in Italy 



 

 

 

 



Data sheet Otocompact Steel

Technical details 

NAME VALUE

Power supply tension 230 V +/- 10% optional 110V +/10%

Frequency 50/60 Hz

Absorbed power (MAX maximum
configuration)

1200 VA

Weight 120 Kg

Maximum number of instruments 4

Insufflator air capacity 26 l/m (variance up to 250 Kpa)

Washing stringe capacity 350/400 cc/min (2,2 Bar)

Nominal suction (oil motor) -86 KPa (-650 mmHg) 50 L/min with infinite variation

Power supply fuses F1, F2 = 6,3 AT

External plug fuse F3 = 4AT
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